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PageCounter Field Service Manual Overview

Overview

At a Glance...
Product Specifications
Terminal Features
Terminal Modes
Terminal and Software Compatibility

Equitrac PageCounter terminals are customized, embedded devices designed for expense
management and equipment control in business environments. Enterprises use PageCounter
terminals to authorize and track transactions on office machines.

This chapter provides information on the specifications, features, and functional and

operational modes of PageCounter terminals. This chapter also describes terminal
compatibility with different versions of Equitrac Accounting System Software.
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Overview:
Product Specifications

Product Specifications
PageCounter terminals comply with the specifications outlined in
the following sub-sections.

Connectivity

* Ethernet Category 5 cabling
* No RS422 Support
* Dual 10/100 Ethernet ports

Power Supply

¢ Includes dual voltage power supply
e Input: 100/240VAC, 50-60Hz, 0.5A
* Output: +5VDC/3000mA

Mounting

Includes dual purpose Vertical/Horizontal mounting bracket.

Size

* Packaged without keypad —15.25 x 5.5 x 11 in. (39 x 14 x 28 cm)

® Packaged with keypad —15.25 x 5.5 x 11 in. (39 x 14 x 28 cm)

Connectivity

At a Glance...
Connectivity

Power Supply
Mounting

Size

Weight

Operating Environment
RAM and Storage
Operating System
Ports and Connections
Entry Validation
Transaction Storage

Keyboard Layout

* Unpackaged without keypad —7.88 x 4.14 x 2.36 in. (20 x 10.5 x 6 cm)

* Unpackaged with keypad —7.88 x 7.29 x 2.36 in. (20 x 18.5 x 6 cm)

Weight

e Packaged Fax, No Keypad—4.05 1bs/1837 g (unpackaged —0.99 1bs/448 g)

* Packaged No Fax, With Keypad —4.55 Ibs/2064 g (unpackaged —1.46 lbs/662 g)
* Packaged 1 Fax, No Keypad —4.25 lbs/1928 g (unpackaged —1.25 Ibs/570 g)

* Packaged 1 Fax, With Keypad —4.80 lbs/2177 g (unpackaged —1.72 lbs/784 g)

Operating Environment
* Ambient Temperature: 5° - 55° C/41° - 131° F
¢ Relative Humidity: 8 - 85%
* Storage Temperature: 0° - 65° C/32° - 149° F
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Overview: RAM and Storage
Product Specifications

RAM and Storage

¢ 8 MBRAM
¢ 128 MB Compact Flash for offline storage
e Stores over 20,000 transactions

e Stores 200,000 validation codes

Operating System
Microsoft Embedded Windows CE technology.

Ports and Connections

* Power Connection—Power supply connector
¢ Ethernet Connection-R]J 45 Jack for Ethernet connection
* Copy Control-Copy and scan control port

¢ Serial Port-Standard serial communication port.
Note: On fax terminals, the serial port is unavailable.

¢ Ethernet Expansion-R] 45 Jack enables terminal to be used as a hub
e Line Port-R]J 11 Jack for fax device connection (fax terminal only)

* Fax Port-R] 11 Jack for telephone connection (fax terminal only)

Entry Validation

For Mode 1, the PageCounter can be configured for up to 8 data entry fields. The terminal
also maintains all validation tables in its permanent storage.

Transaction Storage

All transactions, regardless of whether they have been sent to the accounting system, are
stored in the terminal. Transactions are written into the terminal’s transaction buffer. The
size of the buffer is configurable; the default size enables you to store as many as 100,000
validation codes and up to 20,000 transactions at the terminal.

A “maximum unsent transactions” error indicates that the terminal will be unable to send
any more transactions to the accounting system. The terminal will display the message
Terminal Reached Maximum Unsent Transactions at the top of the PageCounter
terminal LCD screen. A beeping sound is produced when a key is pressed to alert the user
that the terminal is in this mode.
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Overview: Keyboard Layout
Product Specifications

Keyboard Layout

The PageCounter comes with an optional keyboard. The keys on the keyboard are color-
coded.

Gray keys, labeled in white include arrow, alphabetical, standard keyboard functions, and
number keys.

Blue function keys labeled in white include:

F1, F2, F3-Selects corresponding options from the screen.

HoLD—Extends the timeout value during Ready mode.

BACK-Deletes characters to the left of the cursor.

END—Ends the current transaction and returns to Idle mode.

seP—Enters special delimited code values.

ENTER—Accepts an entry at a data entry field (required if AutoEnter is not enabled).
REcALL-Displays a list of previously entered accounting information.

SEARCH-Searches for accounting data based on the first set of characters in a code or in a
code's description.

SCAN-Scans for accounting data based on a set of characters found anywhere in a code
or in a code's description.

-/+ —A separator key.
ALT-Not implemented for PageCounter terminals.

HELP-Displays terminal information.
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Overview: New Features
Terminal Features

Terminal Features

. . . At a Glance...
Equitrac PageCounter terminals are customized, embedded

devices designed for expense management and equipment
control in business environments. Using PageCounter terminals, | Print Copy. Fax, and Scan

you can authorize and track transactions on office machines. Control
Mode 1 and Mode 2
Communication

New Features

This section outlines new terminal features, provides

information specific to Mode 1 and Mode 2 communication, Standard Terminal Features
provides terminal control options, and describes standard, Optional Terminal Features
optional and conf.ig.urab.le terminal features. Refer to the Configurable Mode 1
PageCounter Administration Guide and the PageCounter Usage Functionality
Guide for more information on terminal features. Configurable Mode 2

Functionality

New Features

PageCounter firmware version 1.1.34 introduces changes to the terminals for both Mode 1
and Mode 2 communication.

Changes in Mode 1 Communication

e With the new firmware, you can modify the config.txt file to specify the number of
seconds that must lapse between the time when the user ends a transaction and when
the terminal ends the transaction.

* When a user performs a Search or Scan, the new firmware returns potential matches in
groups, or pages, of 50. Users can scroll through each page of 50 entries, and can use the
Previous/Next options to move between pages.

¢ The new firmware enables PageCounter terminals to record scan transactions from
eCopy ShareScan OP devices.
Changes in Mode 2 Communication

¢ For a terminal using Mode 2 communication, users can now press the F2 key to initiate
a connection attempt when the device is disconnected from the device control engine
(DCE).

¢ For a terminal using Mode 2 communication, you can now allow user IDs and PINs
that have both uppercase and lowercase characters.

Print, Copy, Fax, and Scan Control

PageCounter terminals capture and allocate prints and copies as well as outgoing and
incoming fax transmissions. PageCounter terminals can also capture and allocate scans
from supported eCopy or Xerox scan-enabled multi-function devices.

(equitrac 1-5



Overview: Mode 1 and Mode 2 Communication
Terminal Features

Mode 1 and Mode 2 Communication

You can configure the terminal for one of two communication modes: Mode 1 or Mode 2.
Mode 1 configures the terminal to work with the following accounting systems:

Equitrac Software Minimum Software Version Required

Equitrac Professional 4.63 (with PCPTableGen.exe version 5.1.0.10 or
Entferprise Edition higher)

Equitrac Professional 4.62 (with PCPTableGen.exe version 5.1.0.10 or higher
Enterprise Edition and AGS_SQlite.dll)

Equitrac Professional 4.6 (with S4SR8b10.exe, PCPTableGen.exe version
Enterprise Edition 5.1.0.10 or higher and AGS_SQlite.dll)

System 4 3.2 or higher (with patches S4SRé6B7.exe,

Sysd4v4 PCPv2Upgrade.exe, and S4SR8b10.exe as
well as PCPTableGen.exe version 5.1.0.10 or higher
and AGS_SQlite.dll)

System 4 4.5 (with patches Sysd4v4 PCPv2Upgrade.exe and
S4SR8b10.exe as well as PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

Equitrac Professional 3.50 or higher

Mode 2 configures the terminal to work with the following accounting systems:

Equitrac Software Minimum Software Version Required
Equitrac Office 3.0.1 or higher

Equitrac Express 3.0 or higher

PrinfLog Accounting Server 2.5.1 or higher, with the NTS Confroller patch
(PAS)

Print Release System (PRS) 2.6

with CampusControl

Communication mode is set in Manager Mode.

Standard Terminal Features

All PageCounter terminals support the following functionality:

® A 4line x 20 character LCD display.
e Optional, full-sized QWERTY keyboard.
® Numeric keypad in calculator format.

¢ Dual Ethernet-Enables the use of the terminal as a mini-hub when connecting
multifunction devices. Eliminates the need for new wiring or multiple network drops.
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Overview: Optional Terminal Features
Terminal Features

Copy support-By default, enables copies only after accounting data is entered.

Scan support-Tracks scan transactions from select eCopy or specific Xerox multi-
function devices.

Metal Bypass key—Bypasses accounting data entry to access the controlled device.

Storage capacity—128 MB hard disk that can store up to 200,000 validation codes and up
to 20,000 transactions at the terminal.

Downloadable terminal configuration parameters—Terminal configuration is stored on
the server and configuration updates are downloaded to the terminals as needed.

Optional Terminal Features

PageCounter terminals can support the following functionality:

Magstripe reader device-Magnetic card reader that uses encoded magnetic cards, in
place of the keyboard, to enter transaction data on Track 2.

V.34 fax support-Enables the terminal to serve as a fax terminal without requiring the
customer to purchase an additional terminal.

Cost recovery software-Terminal software that includes Search, Scan, Recall, Global
Recall, and SmartPrompt functionality.

Local caching (Mode 2)-Terminal collects billing codes and PINs entered at the
PageCounter terminal.

Configurable Mode 1 Functionality

A System administrator can configure the following terminal functionality:

Hold timeout-Extends the user timeout value by a specified amount of time.

Total Charge (Transaction Cost) Display—Displays or hides the Page Count and Total
Charge for successful transaction at the Ready screen. The Total Charge increases with
the number of pages. The Total Charge display does not support tiered pricing.

Multiple personality—Enables and configures additional data entry modes. When
configured for additional modes, the terminal enables users to enter accounting
information for a specific disbursement type.

Data entry fields and prompts—Enables and configures the terminal with up to 8 data
entry fields (Fields 1 through 8) and corresponding field prompts that guide users
through the required accounting data entries.

AutoEnter-Configures the terminal to accept and verify accounting data and proceed
to the next field without a user pressing ENTER.

Multiple interrupt levels—Enables and configures the terminal to store data for up to
five individual transactions simultaneously.

Text description display—Enables and configures the terminal to display a text
description for the accounting code entered.

(equitrac 1-7



Overview: Configurable Mode 2 Functionality
Terminal Features

Speed codes—Enables the use of speed codes to fill in several accounting field entries at
once.

Non-billable tracking—Enables and configures the terminal to keep a record of a user’s
billable percentage. This percentage is displayed at the Ready screen and is based only
on transactions made at the specific terminal. The non-billable information is useful for
generating reports of non-billable transactions from Equitrac’s document accounting
systems.

SmartPrompts—-Enables and configures the terminal to gather additional data for
specific accounting codes.

Configurable Mode 2 Functionality

You can configure the following functionality when the terminal is set to Mode 2
communication.

Copy Control—Copying is permitted and tracked by the Equitrac accounting server
only when a user is logged in.

Secure Document Release —You can use the PageCounter as a point of controlled
document release. Following a mandatory login, users can view, select, print, or delete
print jobs held for them in the proprietary secure print queue.

Account Limits—You can enforce copy and print usage limits on user accounts.

You can enable other configuration features in Mode2 directly from Equitrac Office or
Equitrac Express, such as:

Rules and Routing— You can configure Equitrac Office to accept, hold, deny, or re-
route to specific devices, any print requests that meet specific criteria. These rules
increase throughput within your printing environment.

Printer Pull Groups—When you configure secure printing, you can define printer pull
groups to enable users to pull print jobs to a desired printer within the pull group. This
helps users reduce waiting times for printers in cases where the original destination
printer is busy.

Offline Caching— You can enable billing code validation and terminal login validation
against the terminal cache when the terminal is offline. The cache contains previously
entered billing codes and logins.

Account Name—When enabled, this feature displays the account name at the start of
the session. When this feature is disabled, the account name remains hidden.

Account Balance— When enabled, this feature displays the account balance of the
session. The terminal can display the account balance a the start and/or end of a session.
For example, Balance $4.50. When this feature is disabled, the terminal hides the
account balance information.
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Overview: Configurable Mode 2 Functionality
Terminal Features

* Session Cost—When enabled, this feature displays the session cost at the end of the
session. For example, 4 jobs ($3.20). When this feature is disabled, the terminal
hides session cost information.

e Prompt for Billable—When enabled, this feature allows users to define transactions as
billable or non-billable. You can configure a billable label field to accompany this
feature.

Refer to the Equitrac Office Administration Guide or Equitrac Express Administration Guide for
configuration details.
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Overview: Functional Modes
Terminal Modes

Terminal Modes

. . . At a Glance...
PageCounter terminal modes include functional modes and

operational modes. Functional modes describe how the terminal
works, independently of the operation you perform on it. Operational Operational Modes
modes describe the usage choice or the operation you perform on the

terminal, such as photocopy or fax.

Functional Modes

Functional Modes

PageCounter terminals operate in three functional modes:

® Idle—The terminal is not in use; data entry fields are ready to accept entries.
¢ Data Entry —The terminal is in use; data entry fields are receiving entries.

¢ Ready—The terminal is functioning in the selected mode of operation after receiving all
data entries.

Idle Mode

A terminal that is ready for use is in Idle mode. When a user presses any key (unless that
key has a special function), the terminal enters Data Entry mode. The terminal returns to
Idle mode when a user completes a transaction or after a configurable period of keyboard
inactivity in Data Entry mode or Ready mode.

Data Entry Mode

When a user begins entering data in the first data entry field, the terminal enters Data
Entry mode. The terminal transitions to Data Entry mode seamlessly, so it treats the first
key the user presses as the initial character in the first data entry field.

Users can enter accounting data into the fields displayed on the Data Entry screen. When
entering data, users can type the accounting codes directly into the data entry fields, they
can use data entry tools such as swipe cards, or, for Mode 1 terminals, they can use any of
the configured data entry options such as SEARCH, SCAN, or RECALL.

The configuration of the terminal determines the range of transaction functions. The
PageCounter returns to Idle mode when a user completes a transaction or after a
configurable period of keyboard inactivity in Data Entry Mode or Ready mode.

Ready Mode

After a user completes all required accounting entries at the Data Entry screen, the
terminal enters Ready mode, and displays the Ready screen. At this point, the user can
begin using the controlled device to make a transaction.
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Overview: Operational Modes
Terminal Modes

The Ready screen displays an accumulator for page count and a timer for device timeout.
The Ready screen can display page count and device timer as well as other configured
information such as billable/non-billable information or the total charge for the transaction.

The PageCounter returns to Idle mode when a user completes a transaction or after a
customer-specified period of keyboard inactivity in Data Entry mode or Ready Mode.

Operational Modes

A PageCounter’s operational mode determines the type of operation the PageCounter
controls. When a terminal is in Photocopy mode, for example, it controls access to the
connected copier and tracks copy transactions users perform on the copier. Both Mode 1
and Mode 2 support different operational modes.

Mode 1 Operational Modes
A PageCounter terminal using Mode 1 communication can support up to four operational
modes including;:
® Photocopy mode—The terminal tracks copies made at a photocopier.
¢ Disbursements mode—The terminal tracks disbursements made at the terminal.
¢ Fax mode—The terminal tracks faxes made at either the terminal or the fax device.

* Job Code mode—The terminal records job codes used for fax transactions made at the
terminal.

* MyPrint mode—The terminal holds printed documents in a queue until an authorized
user releases or deletes them.

Note: The names and appearances of all operational modes are configurable and can differ
from terminal to terminal.

To switch from one operational mode to another on a PageCounter using Mode 1
communication, perform the following procedure:

1 DPress the corresponding function key (F1, F2, or F3) for MODE on the screen.

2 Select the mode you want to use (copy, fax, and so on) by selecting the mode’s
corresponding number key.

3 Enter accounting data.

4 Perform your transaction using the controlled device.

({(equitrac 1-11



Overview: Operational Modes
Terminal Modes

5 Press the corresponding function key for NEXT on the screen to remain in the current
mode and begin another transaction.

6 Press the corresponding function key for END to finish your transaction. The terminal
returns to its default operational mode (typically Photocopy mode).

Note: When you send a fax using the fax device, the terminal detects activity at the fax
device and automatically activates itself for fax mode. See your system administrator
for details.

Mode 2 Operational Modes

A PageCounter terminal using Mode 2 communication can support one of three different
modes:

® Photocopy Mode—The terminal tracks copies made at a photocopier.

* Print Release Mode —The terminal holds printed documents in a queue until an
authorized user releases or deletes them.

* Photocopy and Print Release Mode —The terminal tracks copies made at a photocopier
and holds printed documents in a queue until an authorized user releases or deletes
them.

For PageCounters using Mode 2 communication, the configuration options for the
operational mode reside within the system software (Equitrac Office or Equitrac Express);
you cannot use the menu options on a terminal using Mode 2 communication to change
the terminal’s operational mode.
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Overview:
Terminal and Software Compatibility

Terminal and Software Compatibility

The following Equitrac software systems support the new database format:

Equitrac Software Minimum Software Version Required

Equitrac Professional 4.63 (with PCPTableGen.exe version 5.1.0.10 or
Enterprise Edition higher)

Equitrac Professional
Enterprise Edition

4.62 (with PCPTableGen.exe version 5.1.0.10 or higher
and AGS_SQlite.dll)

Equitrac Professional
Enterprise Edition

4.6 (with S4SR8b10.exe, PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

Equitrac Professional 3.50 or higher

When the terminal communicates with an accounting system that supports the new
terminal database format, the accounting system signals the terminal that full validation is
available, and the terminal downloads an eqcontrol.db file. The new PageCounter
firmware is designed to accommodate communication with accounting systems that do
not support the new terminal database format. In this instance, the terminal accepts files in
.dbf format. The PageCounter Professional terminal converts data in the . db£ files to the
eqcontrol.db file and removes the . dbt files. The PageCounter Professional functions in

this manner with the following Equitrac Document Accounting Systems:

Equitrac Software

Equitrac Professional
Enterprise Edition

Equitrac Professional
Enterprise Edition

Equitrac Professional
Enterprise Edition

Minimum Software Version Required

4.63 (with PCPTableGen.exe version 5.1.0.10 or
higher)

4.62 (with PCPTableGen.exe version 5.1.0.10 or higher
and AGS_SQlite.dll)

4.6 (with S4SR8b10.exe, PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

System 4 3.2 or higher (with patches S4SR6B7.exe,
Sys4v4_PCPv2Upgrade.exe, and S4SR8b10.exe as
well as PCPTableGen.exe version 5.1.0.10 or higher
and AGS_SQlite.dll)

System 4 4.5 (with patches Sys4v4_PCPv2Upgrade.exe and

Equitrac Professional

S4SR8b10.exe as well as PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

3.50 or higher

((equitrac
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Overview:
Terminal and Software Compatibility

If your database contains more than 50,000 records, either upgrade your Equitrac control
system software or obtain the PCPTableGen. exe utility. The following is a list of
mandatory upgrades, independent of database size:

Equitrac Professional: Upgrade to version 3.52.

Equitrac Professional EE: Upgrade to version 4.63 or use the PCPTableGen. exe utility.

System4: Upgrade to Equitrac Professional EE 4.63, or install communications service
releases 6 and 8, then use the PCPTableGen. exe utility.

Note: When upgrading, the database conversion process takes time to complete; you
cannot log in to the terminal during the conversion process of an upgrade.
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PageCounter Field Service Manual Installation and Initial Configuration

Installation and Initial
Configuration

At a Glance...
Installation Instructions

Accessing Manager Mode
Initial Terminal Configuration

Configuring the Terminal in the System
Software

Connecting the Terminal to the Network
Testing Terminal Operation

Upgrading and Downgrading Terminal
Firmware

Configuring SmartPrompts

Use the information in this chapter to verify installation requirements and to perform the
PageCounter Professional installation and initial configuration. Before the terminal is ready
for use, you will need to carry out the routine testing operations in this chapter.

In the unlikely event that the installation and initial configuration is unsuccessful, you may
want to upgrade or downgrade terminal firmware. You can find instructions to do firmware
upgrades and downgrades in this chapter.

Configuration options for the terminal are not available to everyday terminal users. Rather,
they reside within a password-protected mode of operation called Manager Mode. Containing
the configuration options within a password protected mode prevents users from making
accidental or undesired configuration changes. This chapter provides information on
accessing Manager Mode and describes menu items specific to initial configuration. For
detailed information on the Manager Mode menus, see Manager Mode Configuration Options
on page 3 - 1.

SmartPrompts are data-entry-dependent rules that enable you to configure the behavior of

PageCounter Professional prompts. This chapter includes information on SmartPrompts
because SmartPrompt configuration is independent of Manager Mode.
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Installation and Initial Configuration:
Installation Instructions

Installation Instructions

The following items are provided with each PageCounter device:

¢ Power supply

e Power cable

* Bypass key

e 10/100 Base-T Ethernet Network cable

Ensure access to all documentation available on the product
CDROM provided with the terminal:

o PageCounter Administration Guide

® PageCounter Usage Guide
Installation of the PageCounter requires the following:

* PageCounter terminal with power supply and Bypass key

At a Glance...

Requirements for Copy
Control

Requirements for Fax
Control

Requirements for Scan
Control

Installation Instruction

[ o PRI PN

* One Ethernet network communications cable and corresponding “live” network drop

outlet

* Accounting system application. See the following table for supported accounting

systems:

MODE 1

Accounting System

Equitrac Professional
Enterprise Edition

Equitrac Professional
Enterprise Edition

Equitrac Professional
Enterprise Edition

System 4

System 4

Equitrac Professional

Minimum Software Version Required

4.63 (with PCPTableGen.exe version 5.1.0.10 or
higher)

4.62 (with PCPTableGen.exe version 5.1.0.10 or higher
and AGS_SQlite.dll)

4.6 (with S4SR8b10.exe, PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

3.2 or higher (with patches S4SRé6B7.exe,
Sys4v4_PCPv2Upgrade.exe, and S4SR8b10.exe as
well as PCPTableGen.exe version 5.1.0.10 or higher
and AGS_sQlite.dll)

4.5 (with patches Sys4v4_PCPv2Upgrade.exe and
S4SR8b10.exe as well as PCPTableGen.exe version
5.1.0.10 or higher and AGS_SQlite.dll)

3.50 or higher
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Installation and Initial Configuration: Requirements for Copy Control
Installation Instructions

MODE 2

Accounting System Minimum Software Version Required
Equitrac Office 3.0.1 or higher

Equitrac Express 3.0 or higher

PrinfLog Accounting Server 2.5.1 or higher, with the NTS Confroller patch
(PAS)

Print Release System (PRS) 2.6

with CampusControl

Requirements for Copy Control

If using the PageCounter terminal for copy control, you will need a copier interface cable
for your copier make and model. This cable is available separately.

Have the copier technician connect the cable to the controlled device using instructions
from the device manufacturer. Also have the copier technician change the copier device
settings to use the key counter or vendor interface. These settings disable the copier except
when the PageCounter has an active copying session.

Requirements for Fax Control

If using the PageCounter terminal for fax control, you will need two R]-11 telephone or fax
cables. The telephone or fax cables are available separately.

You must install and configure the terminal as a fax terminal. For information, see
Configuring the Terminal for Fax Control on page 2 - 9.

Requirements for Scan Control

If using the PageCounter for scan device control, refer to the following section for
supported eCopy or Xerox devices.

You will need a foreign interface cable for your scan device make and model. The cable is
available separately.

To connect to an eCopy scan device, you require eCopy Scan Station version 7.1 or 8.01, or
ShareScan OP version 2.0.

For Xerox ScanPost support, you require PageCounter firmware version 1.1.x or higher.
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Installation and Initial Configuration: Installation Instruction Procedure
Installation Instructions

To connect to a Xerox multi-function device with Scan enabled, configure the MFP device
as follows:

SNMP protocol enabled and configured on port 161.
SNMP GET Community Name set to public.
Authentication Mode set to Foreign Interface Device.

Where available, Foreign Interface Device’s Inhibit Services option enabled and set to
All Services.

Foreign Interface Device's Job Timer option enabled and set to 0.25 (15 seconds).

The following ScanPost system software version is required on the Xerox device:

WCP 32/40: Spar Release 1.02.059

WCP 35/45/55: Spar release 3.93.32.003
DC460/470/480/490: Spar Release 19.5.517
WCP 65/75/90: Spar Release 1.001.02.059
DC535/545/555: Spar Release 27.18.013

Note: If the specified version OR LATER software is not installed, the customer should call

the Xerox support center and request the ScanPost SPAR fix be installed on their
device. Customers should request that the above-stated version be installed for their
specific device.

Installation Instruction Procedure

To install a terminal within the client’s infrastructure, perform the following procedure:

1 Connect the copier cable or foreign interface cable, as needed.

Have your copier technician connect the cable between the controlled device and the
PageCounter using instructions from the device manufacturer.

Note: Change the copier device settings to use the key counter or vendor interface. These

settings should disable the copier except when PageCounter has an active copying
session.

Change the scan device settings for terminal support. See Search and Scan on page
4 - 2 for details.

2 Connect fax cabling, if necessary.
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Installation and Initial Configuration: Installation Instruction Procedure
Installation Instructions

3 Connect the power supply.

To connect the device to a power supply, use the power cable supplied with the
terminal. When connecting the power to the PageCounter, the device begins its boot
sequence. Once this sequence is complete, the terminal displays the Idle Mode screen.

4 If you are replacing a terminal, make a configuration changes to the terminal before
proceeding to the next step.

5 Connect the terminal to the network.

Plug an Ethernet cable into the PageCounter Ethernet port, and connect the other end to
either an Ethernet hub, or to an Ethernet wall jack, if appropriate. You may connect
another device (for example, a network printer) to the Expansion Ethernet port.

Note: If the terminal is used as a hub for another device and the terminal loses power or is
disconnected, the device connected to the Expansion port will lose network
connectivity.
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Installation and Initial Configuration: Upon Initial Startup
Accessing Manager Mode

Accessing Manager Mode

At a Glance...

You can access Manager Mode when the terminal initially starts

up. When the terminal is configured for Mode 1 communication,

Upon Initial Startup

you can also access Manager Mode when the terminal is Idle. From Idle Mode (Mode 1

only)

Upon Initial Startup

If the terminal has not yet been connected to a power source, complete the following steps
to access Manager Mode:

1 Connect power to the PageCounter.

2 Press the F2 function key when the terminal screen displays the message Loading
Firmware.

3 Enter a password and press ENTER.

The password appears as asterisks on the display. Use the function keys or the BACK key
to exit the password, if needed.

Note:

When the terminal is configured for Mode 1 communication, the Bypass key must be
set to on and the default Manager Mode password is Q. The default password can be
changed by the System administrator using Manager Mode. The permanent
password (for Equitrac Service Technicians only) is EQU.

To enter alphabetic characters on a terminal without a keyboard, press the HOLD key
to display an alphabet on the display screen. Use the function keys to move the
cursor to the desired character and press ENTER. Press the HoLD key again to return to
the entry screen.

If the terminal is not equipped with the optional QWERTY keyboard, or if the terminal
is configured for Mode 2 communication, the default Manager Mode password is
2468.

From Idle Mode (Mode 1 only)

You can access Manager mode when the terminal is sitting in Idle mode and configured for
Mode 1 communication. To access Manager mode, perform the following steps:

1 Turn the Bypass key to the ON position.

2 Press the F2 function key and the END key simultaneously.

3 Enter a password. See Accessing Manager Mode on page 2 - 6 for password details.

Press ENTER. The Manager Mode menu appears on the screen.
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Initial Terminal Configuration

Initial Terminal Configuration

When the terminals and devices are connected to the network,
you must configure the terminal and device to enable
communication. Once both the terminal and device are
configured for the accounting system software, the terminal is
ready for use.

Some controlled device configuration may be required. See the
device documentation for details.

When the terminal is fully configured for your accounting

At a Glance...

Configuring Terminal
Communication

Initial Mode 1 Terminal
Configuration

Initial Mode 2 Terminal
Configuration

Configuring the Terminal for
Fax Control

system, see Performing Transactions on page 5 - 1 for an introduction to entering data

using the PageCounter terminal.

Configuring Terminal Communication

You can configure the terminal for one of two communication modes: Mode 1 or Mode 2.

* Mode 1 configures the terminal to work with any of the following accounting systems:
Equitrac Professional Enterprise Edition, System 4, or Equitrac Professional.

¢ Mode 2 configures the terminal to work with the Equitrac Office, PrintLog Accounting
Server (PAS), and Print Release System (PRS) with CampusControl accounting systems.

1 Reboot the terminal by disconnecting and reconnecting the power source from the

terminal.

2 DPress the F2 button when the terminal displays the message Loading Firmware.

3 When prompted for a password, enter the password, and press ENTER to access
Manager Mode configuration options. The password appears as asterisks on the

display screen.

4 At the Manager Mode menu screen, press the 1 key to select the 1:Network option.

5 At the Network menu screen, press the 0 key to select the 0:Set Control System

option.
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Initial Terminal Configuration

6 Press the corresponding number key to configure the terminal communication mode.
The following table specifies which terminal communication mode to select based on

the accounting system software and the terminal firmware.

Accounting System Software Terminal Configuration Mode

Current Release Firmware Version
1.0.37 or earlier

System 4 MODE 1 SYS4
PrinfLog Accounting Server (PAS) MODE 2 PAS
Equitrac Professional Enterprise Edition MODE 1 N/A
Equitrac Professional MODE 1 N/A
Equitrac Office MODE 2 N/A
PRS with CampusControl MODE 2 PAS

Initial Mode 1 Terminal Configuration

For Mode 1 communication, minimally configure the following at the Network menu
screen.

1 Press the 2 key to select the 2: Use DHCP option to instruct the DHCP server on the
network to allocate an IP address for the terminal. See Use DHCP on page 3 - 7 for
details.

Note: If the accounting system server is on a different subnet than the device, select the
3:Use Static IP option and assign the terminal a static IP address.

2 Press the 4 key to select the 4: Terminal Name option. Use the numeric keypad to enter
a terminal name and press ENTER.

Note: When the accounting system is Equitrac Professional Enterprise Edition or System 4,
always prefix the terminal name with SAL to ensure that the accounting system host
uploads an appropriate firmware update.

3 Press the 5 key to select the 5:Control System IP option. Use the numeric keypad to
enter the accounting system IP address and press ENTER.

Note: Previous PageCounter firmware versions list the option Control Sys Name instead of
Control Sys IP.
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Installation and Initial Configuration: Initial Mode 2 Terminal Configuration
Initial Terminal Configuration

4 Press the 6 key to select the 6:Site IDoption. Use the numeric keypad to enter an
accounting system site ID value and press ENTER.

® Set this value to 000 to configure the terminal to communicate with a single
accounting system such as Equitrac Professional, Equitrac Professional Enterprise
Edition, or System4.

¢ To configure the terminal to communicate with a remote accounting system
connected to a main system, change this value to match the site ID of that remote
system. (Equitrac Professional Enterprise Edition or System 4 only.)

5 Press BACK twice to save the configuration changes and reboot the terminal. The
terminal should now communicate successfully with the accounting system server and
prompt you for a validation data entry.

Initial Mode 2 Terminal Configuration

For Mode 2 communication, minimally configure the following at the Network menu
screen.

1 DPress the 1 button to select the 1:Use BOOTP option to instruct the terminal to request
an IP address from the accounting system. See Use BOOTP on page 3 - 33 for details.

Note: Depending on the accounting system, one of the following components or services
respond to requests for an IP address on the local subnet and allocate IP addresses
to the PageCounter terminals as they reboot.

For PAS—the NTS Controller service.

For PRS with CampusControl-the CampusControl service.
For Equitrac Office—the DCE service.

For Equitrac Express—the DCE service

If the accounting system server is on a different subnet than the device, select the
3:Use Static IP option and assign the terminal a static IP address.

2 Press BACK twice to save the configuration changes and reboot the terminal. The
terminal should now communicate successfully with the accounting system server.

Configuring the Terminal for Fax Control

Before sending or receiving faxes with a PageCounter terminal, ensure the terminal is
configured for Mode 1 communication (see Set Control System on page 3 - 6 for details),
then perform the following steps:

1 Properly connect the terminal to the fax device. Connect one dial tone cable from the

fax machine to the terminal’s FAX port, and connect another dial tone cable from the
terminal’s LINE port to the wall jack for the phone line.
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Installation and Initial Configuration: Configuring the Terminal for Fax Control
Initial Terminal Configuration

Note: Only fax machines that comply with all attachment requirements of the network
operator/regulator should be connected to the terminal.

2 Configure the terminal as a fax terminal. See Devicel on page 3 - 16 for details.
3 Configure the terminal to automatically detect the fax device:

Make sure the terminal is powered down.
Boot up the terminal and wait for the Idle mode screen to display.

¢ Ensure that the fax device is connected to the phone line, and that the fax device is
powered on.

d Turn the Bypass key to the ON position.

e Access Manager mode. See Accessing Manager Mode on page 2 - 6 for details.

f At the Manager Mode menu screen, press the 4 key to select the Devices options.
g Press the 1 key to select Devicel options.

h Turn the Bypass key to the OFF position.

Press the 2 key to select the Fax Autodetect option.

j Place a single sheet of paper in the fax device.
k Dial 123# then press START at the fax machine.

You will hear a series of beeps and once the PageCounter terminal has detected the
fax device type (V.34 or Non V.34) the following message displays on screen:

Fax Machine Detected

| Verify that the correct V.34 or Non-V.34 message shows in the display:
Non-V.34 Fax Machine

V.34 Fax Machine

When the terminal detects the proper fax type, you can use the terminal to access the fax
device.

Note: If you connect a PageCounter to one fax machine, then disconnect it and reconnect it
to a different fax machine, you must perform the fax autodetect feature for the new
machine.
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Installation and Initial Configuration:
Configuring the Terminal in the System Software

Configuring the Terminal in the System Software

When the terminals and devices are connected to the network, you must configure the
terminal and device to enable communication with the Equitrac system software.

For information on configuring PageCounter terminals in the system software, see the
documentation provided with the software.

Once both the terminals and devices are configured for the Equitrac system software, the
terminals are ready for use.
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Connecting the Terminal to the Network

Connecting the Terminal to the Network

Once you are done configuring the network settings for the terminal, you are ready to
connect the terminal to the network.

Plug an Ethernet cable into the Ethernet port, and connect the other end to either an

Ethernet hub, or to an Ethernet wall jack, if appropriate. You may connect another device
(for example, a network printer) to the Expansion Ethernet port.

Note: If the terminal is used as a hub for another device and the terminal loses power or is
disconnected, the device connected to the Expansion port loses network connectivity.

When you have connected the terminal to the network, you are ready to update the
terminal configuration and validation.
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Installation and Initial Configuration: Test Communications
Testing Terminal Operation

Testing Terminal Operation

. At a Glance...
After the PageCounter has been properly installed and o
c el 1 . . Check Interrupt Function (if
initialized, perform the following tests. See Performing enabled)

Transactions on page 5 - 1 for details on working with the

terminal Check Operational Modes
Check Job Code Mode (if
enabled, fax only)

Test Communications

Check Broadcast Feature

. . . fi |
Disconnect the PageCounter terminal from the network and wait (fax only)

until the message following message appears: Check all Data Entry Options

(as enabled)

Communication Down

Reconnect the PageCounter and the message should disappear once communication
between the terminal and the accounting system is established.

The PageCounter Communications Tool will display the PageCounter terminal’s address
and status. See Using the PageCounter Communications Tool on page 6 - 5 for details.

Check the green network activity indicator light at the network port on the back of the
terminal. When the indicator is lit up, network activity is detected.

Check that the PageCounter properly monitors the activity at the controlled equipment.
Perform at least five transactions at each terminal.

Check Interrupt Function (if enabled)

Make sure the PageCounter functions properly in each of the four interrupt levels by
performing at least five interrupt transactions. See Interrupt on page 4 - 7 for details.

Check Operational Modes

Make sure the PageCounter functions properly in each operational mode (for example,
Photocopy or Fax) by performing at least five transactions for each mode. the PageCounter
Usage Guide for details.

Check Job Code Mode (if enabled, fax only)

Make sure the PageCounter functions properly in Job Code Mode. Ensure that the user can
create a Job Code at the terminal and use that Job Code at the fax machine. Perform at least
five transactions with a Job Code. See Job Codes Data Entry on page 4 - 10 for details.

((equitrac 2-13



Installation and Initial Configuration: Check Broadcast Feature (fax only)
Testing Terminal Operation

Check Broadcast Feature (fax only)

Make sure that the PageCounter enables you to send broadcast transmissions. Perform at
least five broadcast transmissions. Ensure that you attempt to send broadcasts by manually
entering the phone numbers and by using list dial numbers.

Check all Data Entry Options (as enabled)

Make sure the PageCounter functions properly using each of the configured data entry
options, such as Search, Scan, Recall, and Speed Codes. See the PageCounter Usage Guide for
details.
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Installation and Initial Configuration: Upgrading Existing Terminal Firmware from 1.0.x to

Upgrading and Downgrading Terminal Firmware

Upgrading and Downgrading Terminal
Firmware

The following sections provide you with specific procedures for
upgrading and downgrading an existing PageCounter terminal’s
firmware.

You have multiple ways to upload terminal firmware.

You can place a copy of the firmware on the accounting system
for download by multiple terminals.

1.1.x

At a Glance...

Upgrading Existing Terminal
Firmware from 1.0.x to 1.1.x

Upgrading Existing Terminal
with EDI Support
Upgrading Existing Copy
Terminal to Copy/Fax
Terminal

Downgrade Terminal
Firmware

You can also use the Terminal Firmware Updater to upgrade or downgrade terminal
firmware for multiple terminals at a time. See the tool’s online help for operation details.

To upgrade or downgrade terminal firmware for one terminal at a time, you can log in to
the terminal Web Admin page and upload the NK.bin file directly to the device.

Upgrading Existing Terminal Firmware from 1.0.x fo 1.1.x

In order to minimize terminal downtime during a system upgrade, Equitrac recommends
that you upgrade the accounting system first, and then upgrade the terminal firmware. If
you upgrade the terminal firmware alone, terminal downtime is inevitable.

1 Use Web Admin to re-initialize validation table data to delete validation tables from the

terminal.

Y]

Select Config > Re-init.

o

Select the Re-init validation table data option.
Click Re-initialize.

o

Note: If you do not delete validation table data, the terminal converts existing . dbf files to

egsystem.db. Only tables that contain entries are converted.

The database conversion process takes time to complete. For example, a database
of 50,000 records takes approximately 50 minutes to complete. You cannot log in to

the terminal during the conversion process.

Caution: During a database conversion, DO NOT disconnect the power to the
terminal. If power is interrupted, the database conversion fails, and the
database conversion will begin again after the next terminal reboot.

2 Upgrade the terminal firmware to 1.1.x using the accounting server, the Terminal
Firmware Updater tool, or using Web Admin to load a new NX.bin file to the terminal.

((equitrac
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Installation and Initial Configuration: Upgrading Existing Terminal with EDI Support
Upgrading and Downgrading Terminal Firmware

3 Download full validation data to the terminal from the accounting system. See the
accounting system documentation for details. See also Mode 1 and Mode 2
Communication on page 1 - 6 for details on firmware changes that affect
communication between the terminal and the accounting server.

4 Ensure that the terminal reboots.

Upgrading Existing Terminal with EDI Support

When you upgrade a PageCounter terminal firmware to version 1.1.x running on a
terminal that supports external serial port data readers, you must reset all EDI
configuration values in Manager Mode. Access each EDI setting and re-enter each value,
regardless of what value appears on the terminal screen. See EDI Settings on page 3 - 18 for
details.

Upgrading Existing Copy Terminal to Copy/Fax Terminal

Ensure that the PageCounter terminal contains the necessary fax hardware required to
upgrade the terminal to a copy/fax terminal.

Upload a new config. txt file to the accounting system that contains copy/fax capabilities.

1 Turn the Bypass key to the ON position.

2 Access Manager Mode. See Accessing Manager Mode on page 2 - 6 for details.
3 Select Network and press ENTER.

4 Change the terminal name from SALCPXX to SALCFXX.

5 Reboot the terminal.

6 Resentanew config.txt file from the accounting system to the terminal.

Downgrade Terminal Firmware

Use Web Admin to complete the following procedure to downgrade PageCounter terminal
firmware version 1.1.x to PageCounter firmware 1.0.x. For details on using Web Admin see
Using Web Admin on page 6 - 2.

Note: Terminals that use external serial port data readers may not be able to downgrade
successfully. Contact Equitrac Support if downgrade is required for a terminal using
an external serial port proximity reader.

Data stored locally on the terminal, including job codes, speed codes, as well as
records added manually, will be lost when the downgrade is complete.
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Upgrading and Downgrading Terminal Firmware

Transactions not yet transferred back to the accounting system will also be lost after
the downgrade procedure.

1 Downgrade the terminal firmware to 1.0.x using the accounting server, the Terminal
Firmware Updater tool, or using Web Admin to load a new NX.bin file to the terminal.

2 Reboot the terminal and use Manager Mode to verify that the version has been
downgraded.

3 Using Web Admin, run the following command to remove four files from the flash card
that the latest firmware uses.
Select Run Cmd.
Enter the following string: \Disk1\SALl11lxDownGrade.exe.
¢ Click Run. The following files are removed:

\Diskl\egcontrol.db
\Diskl\egsystem.db
\Diskl\UserLoginTracking.bin
\Diskl\Queue.log
\Diskl\MeterCount.bin

Additional files may be removed or renamed upon completion.
4 Reboot the terminal.

5 Using Web Admin, select the Databases option.

Note: This database step is required to allow an upgrade back to versions 1.1.x and higher
to occur properly.

a Type the following text in the AddDel window: -STATS | CODEBASE VERSION

b Click the AddDel button.

¢ View the STATS table. Ensure that the entry CODEBASE VERSION does not exist.

d Type the following text in the AddDel window: +STATS | CODEBASE VERSION|65

e Click the AddDel Button

f View the STATS table. Ensure that the entry CODEBASE VERSION has a value of
65.

6 Reboot the terminal.

7 Resend validation tables to the terminal from the accounting system.
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Configuring SmartPrompts

Configuring SmartPrompts

C o1 . At a Glance...
When a PageCounter terminal is configured for Mode 1

communication, you can configure PageCounter SmartPrompts.
The SmartPrompt option enables or disables particular features SmartPrompt Actions
of the terminal. Most commonly, SmartPrompts enable or disable

terminal fields. A SmartPrompt consists of a set of criteria, an associated set of actions, and
an associated set of anti-actions. Based on the contents of a field entry, the terminal checks
the SmartPrompt criteria. If the entry meets the criteria, the actions associated with the
SmartPrompt occur. A SmartPrompt’s criteria and associated actions can differ from
terminal to terminal.

SmartPrompt Criteria

SmartPrompt Criteria

SmartPrompt functionality is available only when the terminal is configured for Mode 1
communication. SmartPrompt criteria specify the type of information users must enter in a
data entry field for a SmartPrompt action to occur. You can use all six criteria to build a
single SmartPrompt, or you can build multiple prompts for a terminal using one or more
criteria per prompt. Remember that for each terminal you can only use a total of six
criteria.

Note: SmartPrompt criteria including syntaxes that include the following codes do not work
with the PageCounter terminal: C, U,*, LT.

You can specify that a field entry must meet one or more of the following criteria:

* Must meet specific syntax requirements

* Must be a valid entry in a specific table

¢ Must exist in the Non-Billable Table

¢ Must have been verified Yes at the Verify Yes/No prompt

¢ Combined validation entry (with a previous field entry) must be a valid entry in a
specific table

e Aflagisset

SmartPrompt Actions

When the field entry meets the specified criteria, the SmartPrompt can perform one or
more of the following actions:

* Enable or disable specific fields
* Enable or disable security mode

* Disable auto-stamping
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Configuring SmartPrompts

¢ Place information (a text string up to 16 characters) in a specific field of the transaction
record

¢ Copy a field entry from one field to another

® Look up a field entry in a specified table and insert the associated description in
another field

¢ Disable keyboard entry for a specific field

* Setaflag (1-8)

® C(lear a flag (1-8)

® Replace a specific field entry with a character string

¢ Enable keyboard non-function keys for data entry in a specific field

¢ Disable keyboard non-function keys for data entry in a specific field

When you use a SmartPrompt to place information in a specific field, that field must be a

disabled field or a field farther along in the prompting sequence. You cannot place a text
string in any field of the transaction record that contains an accounting code.

Example 1 - Disable Field 4

Field 4 is enabled when the transaction starts.

SmartPrompt Criteria: If a code entered in Field 2 starts with a 9 and ends with four
numeric characters (for example: 91234)

SmartPrompt Action: Then, disable Field 4

SmartPrompt Anti-Action: Otherwise, enable Field 4

Example 2 - Enable Field 4

Field 4 is disabled when the transaction starts.

SmartPrompt Criteria: If a code entered in Field 2 starts with a 9 and ends with four
numeric characters (for example: 91234) or the field is empty

SmartPrompt Action: Then, enable Field 4

SmartPrompt Anti-Action: Otherwise, disable Field 4
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Configuring SmartPrompts
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Manager Mode Configuration
Options

At a Glance...
Mode 1 Manager Mode Options

Mode 2 Manager Mode Options

Manager Mode enables you to configure PageCounter terminal features including advanced
PageCounter device functionality. Manager Mode is active until you manually exit the mode.

When configuring the PageCounter terminal, it is possible to change more than one
configuration setting before exiting Manager Mode. Certain setting changes require a
PageCounter reboot before taking effect, whereas others do not. If you are changing a setting
that requires a reboot and you need it to take effect immediately, press F3. Otherwise, wait
until you make all changes before rebooting the device. The Manager Mode menu screen and
prompts always display in English.
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Mode 1 Manager Mode Options

Mode 1 Manager Mode Options

When the PageCounter terminal is configured for Mode 1
communication, the terminal displays the following Main Menu
options in Manager Mode.

:Version
:Network
:Contrast
:Test Hardware
:Devices
:Database
:Meters

:User Settings

O J o U w N PO

:Security

Note: Options 0 thru 4 are available in Mode 1 by default.

Quick View of Mode 1

At a Glance...
Quick View of Mode 1
Version

Network

Contrast

Test Hardware
Devices

Database

Meters

User Settings

Security

Press the F1 or F2 function keys to scroll thru Manager Mode’s Main Menu. Press the
corresponding number key to select any Manager Mode menu option. For example, press
the 1 key to select Network option. At the Main Menu, press the F3 function key to exit

Manager Mode and reboot the terminal.

Quick View of Mode 1

The following quick view includes all available Manager Mode options in Mode 1. To

access Manager Mode, see Accessing Manager Mode on page 2 - 6.

Main Menu 15! Sub Menu 2" Sub Menu :;\iﬁ:b ﬂ:i:b ﬂ:i:b
0: Version — — — —
1: Network 0: Set Control System — — —
= 1: Use BOOTP — — —
= 2: Use DHCP — — —
= 3: Use Static IP 0: Set IP Address —
— — 1: Set Mask —
— — 2: Set Gateway —
- — 3: Set Server IP —
— 4: Terminal Name — —
— 5: Control Sys IP — —
3-2
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Mode 1 Manager Mode Options

Main Menu

2: Contrast

3: Test
Hardware

4: Devices

((equitrac

15t Sub Menu

é: Site ID

7: Reinit Terminal

8: MyPrint Settings

0: Test Keyboard

1: Test Display
2: Test Copier

0: Device0

39 sub

nd
2"9 Sub Menu Menu

0: Delete All
Tables

1: Delete User
Tables

2: Delete User
Config

3: Delete Config
File

4: Delete Net
Config

5: Restore o
default

0: Copier
Properties

1: Copy Pulse
Timing

2: View Comm
Log

0: Terminal
P

3: Scan Settings

1:Scan
Copier IP

2: Ether
Device Type

Quick View of Mode 1

athsyb  sthsub

Menu Menu

0: None -

1: eCopy —

2: eCopy -

v2

3: Xerox 0: Xerox JST
Delta
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Mode 1 Manager Mode Options

Main Menu

5: Database

6: Meters

7: User
Settings

15t Sub Menu

1: Devicel

2: EDI Settings

0-9: Table 0 thru
Table 9

A-F: Table 10 thru
Table 15

G: NONBILLABLE
H: PHSCODE

0: Copy

1: Disb

2: Fax

3: JbCode

0: Hold Time

1: Jobcode Timeout
2: Date-Time

3: End of Day
Process

4: Unattended Time

2"d sub Menu

0: Fax Properties
1:
Communication
Test

2: Fax
Autodetect

3: View Comm
Log

0: Enable EDI
1: Baud Rate
2: Data Bits

3: Stop Bits

4: Parity

5: Start Position
6: End Position

7: User Hex
Value

Quick View of Mode 1

5t sub
Menu
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Mode 1 Manager Mode Options

Main Menu 15t Sub Menu

5: Speaker Setting

6: Configure Sep.

Key

8: Security —

rd th th
nd 3" sub ahsub  sthsub
A LA Menu Menu Menu
0: Enable . . .
Speaker
1: Disable . . .
Speaker

Version

The version option displays configuration information for the terminal as described in the
table below. Press the 0 key at the Manager Mode menu screen to select the version
option. Press the arrow keys to scroll through the data on the screen.

Version
Information

VER
NAME

IP

MSK
GTW

CS TYPE
SRV
SER#
MAC

Using

Description

PageCounter firmware version.

Terminal identification (Mode 1 only).

Device IP address.

Subnet mask.

Network gateway.

The Equitrac control system type.

Server IP address.

Device serial number.

Unigue network card address for the terminal.

IP configuration method (such as DHCP).

Network

The Network option configures the network connection between the terminal and the
Equitrac control system. Press the 1 key at the Manager Mode menu screen to select
Network. Press the arrow keys to scroll through the following options on the screen. Press
the corresponding number key to select an option.

Note: When you change network configuration options, the PageCounter terminal reboots
when you exit Manager Mode
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:Set Control System
:Use BOOTP

:Use DHCP

:Use Static IP
:Terminal Name
:Control Sys IP
:Site ID

:Reinit Terminal

O J o b w NP O

:MyPrint Settings

Note: Options 0, 2, and 3 are configured as default options in Mode 1. Option 1 is for Mode
2 only.

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Note: Exiting the Terminal Name menu does not cause the PageCounter to reboot.

Set Control System

The set Control System option configures the terminal's communication connection for
the host server type. Press the 0 key at the Network menu screen to select the Set Control
System option. The terminal screen displays the following options, depending on the
terminal firmware version:

Terminal Set Equitrac q
. . Function

Firmware System Options

CurrentTerminal 0 :MODE 1 Mode 1 configures terminal type communication

Firmware 1:MODE 2 compatible with Equitrac Professional Enterprise
Edition, System 4, and Equitrac Professional.
Mode 2 configures terminal type communication
compatible with Equitrac Office, Equitrac Express,
PrinfLog Accounting Server (PAS), and Print Release
System.

Terminal 0:5YS4 Sys4 configures the terminal for System 4 type

Firmware 1:PAS communication.

Version 1.0.37 or . .

Eariier PAS configures the terminal for PAS type
communication.

Use BOOTP

This option is applicable to Mode 2 only.
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Use DHCP

The Use DHCP option instructs the DHCP server on the network to allocate an IP address
for the terminal. Press the 2 key at the Network menu screen to select the Use DHCP option.

When you configure the terminal for DHCP communication, the terminal displays the
Setting network method to DHCP message, then returns to the Network menu. Press F3
to reboot the device.

Use Static IP

The Use Static IP option instructs the terminal to send a directed message to the
Equitrac control system on startup. Use this option when the device is on a different subnet
than the control system. Press the 3 key at the Network menu screen to select the Use
Static IP option.

When you configure the terminal for Static IP communication, the terminal displays the
Setting network method to STATIC message, then displays the following Static IP
menu options. Press the corresponding number key to select an option.

0:Set IP Address
1:Set Mask
2:5et Gateway
3:Set Server IP

Note: Enter leading zeros for IP address values. Use the BACK key or the function keys to
move back or forward through the string of characters. When the cursor is in the
desired location, use the number keys to type over the IP address characters that you
want to change.

Set IP Address
Press the 0 key at the Static IP menu screen to set the terminal’s static IP address. At the
prompt, enter the IP address and press ENTER. The PageCounter returns to the Network
menu. Proceed to set the mask, gateway, and server IP before pressing F3.

Set Mask
Press the 1 key at the Static IP menu screen to set the subnet mask. At the prompt, enter the
subnet mask for your network and press ENTER. The PageCounter returns to the Network
menu. Proceed to set the gateway and server IP before pressing F3.

Set Gateway
Press the 2 key at the Static IP menu screen to set the terminal’s gateway. At the prompt,
enter the default gateway on your network and press ENTER. The PageCounter returns to
the Network menu. Proceed to set the server IP before pressing F3.
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Set Server IP
Press the 3 key at the Static IP menu screen to set the control system server’s IP address. At
the prompt, enter the IP address of the host server and press ENTER. The PageCounter
returns to the Network menu. Press F3 to reboot the device.

Terminal Name

The Terminal Name option renames the terminal. Press the 4 key at the Network menu
screen to display the factory default name and a prompt for a new terminal name. Use the
number keys or optional keyboard to enter the terminal name and press ENTER. To access
alphanumeric keys on a PageCounter without the optional keyboard, press HoLp. Use the
F1 or F2 keys to navigate to the letter you need and press ENTER to select it.

Note: Always prefix the terminal name with SAL to ensure that the control system host
uploads an appropriate firmware update.

If you change the terminal name, change the terminal name on the host Equitrac
control system server as well.

Press the F3 key twice to return to the Network menu screen. Press F3 again to return to the
user prompt. When you exit the Terminal Name feature after you make a change, the
terminal does not reboot.

Control Sys IP

The Control Sys IP option configures the IP address of the control system server. Press
the 5 key at the Network menu screen to display a prompt for the IP address. At the
prompt, use the number keys to enter the IP address and press ENTER.

Note: Previous PageCounter firmware versions list the option Control Sys Name instead
of Control Sys IP.

Press the corresponding function keys to return to previous Manager Mode menu screens.
At the main Manager Mode menu screen, press the F3 function key to reboot the terminal.

Site ID

The site ID option configures the control system’s Site ID. Press the 6 key at the Network
menu screen to display a prompt for the control system site ID. At the prompt, use the
number keys to enter the site ID value and press ENTER.

Press the corresponding function keys to return to previous Manager Mode menu screens.
At the main Manager Mode menu screen, press the F3 function key to reboot the terminal.
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Reinit Terminal

The Reinit Terminal option removes tables from the terminal and resets table
configurations to their default settings. Press the 7 key at the Network menu screen to
display the following options. Press the corresponding number key to select an option:

:Delete All Tables
:Delete User Tables
:Delete User Config
:Delete Config file
:Delete Net Config
:Restore to default

g W N PO

The PageCounter displays a confirmation screen to match your selection. For example, for
option 0, the PageCounter displays the following;:

Delete All Tables
1. Yes
2. No

Press the corresponding function key to confirm your selection. The PageCounter displays
the following:

Accept changes
1. Yes
2. No

Press the corresponding function key to confirm your selection. The PageCounter returns
to the Network menu. Press F3 to reboot the device.

Delete All Tables
The Delete All Tables feature enables you to delete transaction and validation tables
from the database.

Caution: You cannot recover transaction tables that you delete using this procedure.
Therefore, be sure that you only execute this procedure if your database
contains test transactions only. You can recover validation tables the next
time you send a full validation upload from the control system.

Press the 0 key to delete all tables from the terminal. The following prompt displays on the
screen:

Delete All Tables
1: Yes
2: No
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Press the 1 key to delete all of the tables. When prompted to accept your changes, press the
1 key.

Press the 2 key to return to the Reinit Terminal menu screen without deleting tables.
Delete User Tables

The Delete User Tables feature enables you to delete user, client, and matter validation
tables.

Note: You can recover validation tables the next time you send a full validation upload from
the control system.

Press the 1 key to delete the user, client, and matter tables. The following prompt displays
on the screen:

Delete User Tables
1: Yes
2: No

Press the 1key to delete the tables. When prompted to accept your changes, press the 1 key.
Press the 2 key to return to the Reinit Terminal menu screen without deleting user tables.
Delete User Config

The Delete User Config feature enables you to delete the terminal’s user configuration
file (User.txt), and revert to the default configuration.

Caution: If you perform this procedure, you will lose all configuration settings defined
under the User Settings Manager Mode option. For information on the
available User Settings options, see User Settings on page 3 - 26.

Press the 2 key to delete the terminal’s user configuration file. The following prompt
displays on the screen:

Delete User Config
1: Yes
2: No

Press the 1 key to delete the file. When prompted to accept your changes, press the 1 key.

Press the 2 key to return to the Reinit Terminal menu screen without deleting the user
configuration file.
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Delete Config File
The pelete Config File feature enables you to delete the terminal’s configuration file

(Config.txt), and revert to the default terminal configuration.
Caution: If you perform this procedure, you will lose all terminal-level configuration.

Press the 3 key to delete the terminal’s configuration file. The following prompt displays on
the screen:

Delete Config
1: Yes
2: No

Press the 1 key to delete the file. When prompted to accept your changes, press the 1 key.

Press the 2 key to return to the Reinit Terminal menu screen without deleting the
configuration file.

Delete Net Config
Press the 4 key to delete the terminal’s network settings. This option deletes all network
information. The following prompt displays on the screen:

Delete Net Config
1: Yes
2: No

Press the 1 key to delete the network settings. When prompted to accept your changes,
press the 1 key.

Press the 2 key to return to the Reinit Terminal menu screen to cancel the function without
deleting the network settings.

Restore to Default
Press the 5 key to delete all of the terminal’s current configuration files, tables, and network
settings and restore them to the original default settings. The following prompt displays on
the screen:

Restore to default
1: Yes
2: No

Press the 1 key to restore the configuration, tables, and network settings to defaults. When
prompted to accept your changes, press the 1 key.

Press the 2 key to return to the Reinit Terminal menu screen without restoring default
values.
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MyPrint Settings

The MyPrint Settings option configures the terminal for secure document release. Press
the 8 key at the Network menu screen to display a prompt for the print server IP address.
Use the numeric keypad to enter the IP address of the print server and press ENTER.

Use the arrow keys to select a printer or print queue with queuing enabled and press ENTER.

Press the corresponding function keys to return to previous Manager Mode menu screens.
At the main Manager Mode menu screen, press the F3 function key to reboot the terminal.

Contrast

The Contrast option adjusts the contrast of the terminal's display screen. Press the 2 key at
the Manager Mode menu screen to select the Contrast option. At the prompt, press the
arrow keys to make the screen display lighter or darker. Press the F3 key to select <BACK>
to return to the Manager Mode menu screen. Press F3 again to reboot the terminal.

Test Hardware

The Test Hardware option tests the PageCounter terminal for any problems with the
keyboard or terminal display. Press the 3 key at the Manager Mode menu screen to select
the Test Hardware option. The terminal displays the following test options. Press the
corresponding number key to select an option.

0:Test Keyboard
1:Test Display
2:Test Copier

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Test Keyboard

The Test Keyboard option tests terminal keyboard functionality. Press the 0 key at the Test
Hardware menu screen to display the following prompt on the screen:

Keyboard Test

Press key:

Press each keyboard key individually to ensure that the key is functioning properly. The
terminal displays the corresponding code number and the value of the key you pressed.
For example, if you press the number 3 key, the terminal displays the following:

Keyboard Test
Press key:
Code 33 value 3
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When you press the F3 key, the terminal displays the code and value for the F3 key, then
returns to the Test Hardware menu.

Test Display

The Test Display option tests terminal display functionality. Press the 1 key at the Test
Hardware menu screen to display the complete collection of the alphanumeric characters
and symbols the terminal screen supports.

The terminal automatically scrolls through the available characters and symbols, then
returns to the Test Hardware menu.

Test Copier

The Test Copier option tests the PageCounter copy control port to ensure that the
terminal correctly detects all copy clicks. Before testing the port, ensure that you have
connected the terminal to the copier using the copier cable. Press the 2 key at the Test
Hardware menu screen to test the copy control port to display the following data on the
screen:

cOUNT: Displays the number of copies made during a test phase.
ATTRIB: Displays the binary attributes that the copier sends.

Once you have configured the terminal to test the copy control port, make copies using
your copier. Ensure that the terminal displays the correct number of copies on the screen.
When finished testing, press the F3 key to select <BACK> and return to the Test Hardware
menu screen.

Devices

The Devices option configures the terminal for external data entry devices. Press the 4 key
at the Manager Mode menu screen to select the Devices option. The terminal can display
the following options, depending on its configuration. Press the corresponding number
key to select an option.

0:Device0
1:Devicel
2:EDI Settings

Note: Options 0 and 2 are configured as default options in Mode 1 and Mode 2.

The Device0 option is for copy configuration and is available on PageCounter Copy
terminals. The Device1 option is for fax configuration and is available on
PageCounter Fax terminals. Copy/Fax terminals include both the Device0 and
Device1 option.
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Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Device0

The Device0 option configures the photocopier properties for the terminal. Press the 0 key
at the Devices menu screen to display the following options. Press the corresponding
number key to select an option.

0:Copier Properties
1:Copy Pulse Timing
2:View Comm Log

3:Scan Settings

Press the F3 key to select <BACK> to return to the Manager Mode menu screen without
configuring DeviceO0.

Copier Properties
Press the 0 key to display copier configuration options. The following options display on
the screen. Use the arrow keys to scroll to each option you want to configure.

To change a copier configuration value, press the ENTER key, type the desired value, and
press ENTER again to save the setting.

Copier Properties Description

Max Complete Time The default transaction release time when no copy pulses are
detected.

CRT Multiplier The value used to calculate the computed release time when the

END key is pressed and pulses are still coming in.

Max Pulse Time QS Thelongest pulse, measuredin 1/4 seconds, the ferminal recognizes
and counts as a fransaction.

Min Offtime Ms The minimum negative pulse time, in milliseconds, the copier
recognizes and counts as a transaction.

Min Ontime Ms The minimum positive pulse time, in milliseconds, the copier
recognizes and counts as a fransaction.

Device Time Out The amount of time, in minutes, the terminal remains active before
it times out.

Copy Pulse Timing
Press the 1 key to configure the length of the pulses, in milliseconds, the copier sends to the
terminal. The terminal's pulse recognition is set at a default range that reads most copier
pulses. Typically, you do not have to modify this setting.
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View Comm Log
Press the 2 key to display a log of the copier pulse times recorded by the terminal with the
Copy Pulse Timing feature enabled. The log shows the copy relay open and close times for
each copy pulse. Use the arrow keys to scroll through the list. When you are finished
viewing the log, press the F3 key to return to the Device0 menu.

Scan Setftings
Press the 3 key to configure scan support configuration options. The following options
display on the screen. Press the corresponding number key to select an option.

0:Terminal IP
l:Scan Copier IP
2:Ether Device Type

Terminal IP
Press the 0 key to configure the IP address of the scan device. At the prompt, use the
number keys to enter the IP address and press ENTER.

Note: When entering the IP address, enter complete octets without periods.

Scan Copier IP
Press the 1 key to configure the IP address of the MFP hosting the embedded scan solution.
At the prompt, use the number keys to enter the IP address and press Enter.

Note: When entering the IP address, enter complete octets without periods.

Ether Device Type
Press the 1 key to configure the terminal for scan support. The following options display
on the screen. Press the corresponding number key to select an option:

0:None
1l:eCopy
2:eCopy V2
3:

Xerox

Press the 0 key to disable scan support on the terminal. Press the 1 key to configure the
terminal for eCopy scan devices, press the 2 key to configure the terminal for eCopy
version 2 scan devices, or press the 3 key to configure the terminal for Xerox scan devices.

When you select the Xerox option, the following option displays on the screen. Press the
corresponding number key to select the option, or press the F3 key to select <BACK> to

return to the Ether Device Type menu:

0:Xerox JST Delta
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This option is for Xerox multifunction devices only. When the terminal tracks scans made
on supported Xerox scan devices, select the 0 key to select the Xxerox JST Delta option.
The JST Delta option configures the job submission time value for the Xerox device,
measured in milliseconds. The recommended value depends on the device model.

e Xerox Document Centre 460/470/480/490—set the JST Delta value to 4000 ms (4
seconds).

¢ Xerox Work Centre Pro 32 Color, WCP 40 Color—set the JST Delta value to 2000 ms (2
seconds).

e All other devices—set the JST Delta value to 0.

Devicel

The pevicel option, which configures the fax properties for the terminal, is available only
on fax-enabled terminals. If your terminal does not contain a Devicel option, it is
configured for copy only.

Press the 1 key at the Devices menu screen to display the following options. Press the
corresponding number key to select an option.

0:Fax Properties
l:Communication Test
2:Fax Autodetect

3:View Comm Log

Fax Properties
Press the 0 key to display fax device configuration options. The following options display
on the screen. Use the arrow keys to scroll to each option you want to configure.

To change a fax device configuration value, use the arrow keys to select the desired option.
Press the ENTER key, use the number keys to enter the desired value, and press ENTER again
to save the setting.

Fax Properties Description

Record Incoming Indicates whether the terminal's incoming fax transaction
recording function is enabled or disabled (0 = disabled, 1 =
enabled). If disabled, the terminal does not write information
to its Communication Log.

Dual Line This menu option is not enabled on the PageCounter terminal.

Phone Syntax The number of digits acceptable for a felephone number or
speed code used with the fax machine. For example, if the
terminal displays 7-16N/2N, it accepts a range of 7 to 16 digits
for a tfelephone number and 2 digits for a speed code.

Broadcast Timeout The amount of time, in minutes, the tferminal remains in
Broadcast mode.
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Fax Properties
V34 (1) or NonV34(0)

International Syntax

Long Syntax

Local Long Syntax

Local Syntax

DS International
DS Long

DS Local Long

DS Local

Tone Busy

Tone Ring

Tone Dialtone

Phone Field

Dtmf (1) or Pulse(0)

Hook On/Off Time Ms

Description
The type of fax machine connected to the terminal.

The number of digits acceptable for an international
telephone number used with the fax machine. Precede
required numbers by a quotation mark. For example, if the
terminal displays the message "0"1"17-16N it automatically
includes 0 1 1 and after that, it accepts arange of 7 to 16 digits
for an infernational telephone number.

The number of digits acceptable for a long distance
telephone number used with the fax machine. Precede
required numbers by a quotation mark. For example, if the
terminal displays "210N it automatically includes 2 and after
that, it accepts a 10 digit number for a long distance
telephone number.

The number of digits acceptable for a local long distance
telephone number used with the fax machine. Precede
required numbers by a quotation mark. For example, if the
terminal displays "17N it automatically includes the number 1
and after that, it accepts a 7 digit number for a local long
distance telephone number.

The number of digits acceptable for alocal telephone number
used with the fax machine. For example, if the terminal
displays 10N it accepts a 10 digit number for a local telephone
number. You can enter a range of 7 to 10 digits for a local
telephone number.

The international dial string.

The long distance dial string.

The local long distance dial string.
The local dial string.

The coefficient value necessary for the terminal to recognize a
busy tone from the fax machine. Do not change this value.

The coefficient value necessary for the terminal to recognize a
ring fone from the fax machine. Do not change this value.

The coefficient value necessary for the terminal to recognize a
dial tone from the fax machine. Do not change this value.

The number from the data table that is designated as the
phone field for the terminal.

The terminal phone dial configuration for pulse or touch-tone.

The length of time it takes for the terminal to validate that the
fax machine is off hook.
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Communication Test
Press the 1 key to test terminal-to-fax device communication. Activate the fax machine by
taking the fax machine off hook to obtain a dial tone.

If there is communication between the fax machine and the terminal, the terminal displays
an Out and In stream of information while recording the DTMF streams from the fax
machine to the communications log.

If the display on the terminal remains blank, communication between the fax machine and
the terminal is down.

Fax Autodetect
Press the 2 key to determine the type of fax machine the terminal is communicating with.
The following prompt displays on the screen:

Make sure bypass key is OFF & enter 123# on the Fax machine to begin.
Press Jto exit.

Follow the instruction on the screen. The terminal reads the fax signal and determines
what type of fax machine is sending the signal. The terminal displays whether the fax
machine is a V.34 machine or a Non V.34 machine.

Note: If you connect a PageCounter to one fax machine, then disconnect it and reconnect it
to a different fax machine, you must perform the fax autodetect feature for the new
machine.

View Comm Log
Press the 3 key to display a log of the DTMF streams the terminal has recorded from fax
machine communications.

EDI Settings

The EDI Settings option configures the terminal to support External Data Interface (EDI)
entry devices such as external card reader devices.

Note: You must be familiar with RS232 communication terminology and know the settings
your device requires to make configuration changes to EDI settings.

On terminals configured for both fax and copy control, press the 2 key to access the EDI
Settings menu. On terminals configured for copy control only, press the 1 key. When you
have selected the appropriate key, the following options display. Press the corresponding
number key to select an option.

0:Enable EDI
1:Baud Rate
2:Data Bits
3:Stop Bits
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:Parity
:Start Position

:End Position

~ o U b

:Uses Hex Value

Press the <BACK> key to return to the Devices menu screen.

Note: Prior to modifying the EDI settings, examine the external device you are configuring
to determine its required settings, then change the PageCounter’s EDI settings
appropriately.

Enable EDI

Press the 0 key to enable or disable the external reader device capabilities of the terminal.
The following prompt displays on the screen:

Enable EDI
l:Yes
2:No <

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to enable or disable the external device. The terminal saves the setting and returns to
the EDI Settings menu.

Baud Rate
Press the 1 key to configure the communication speed between the terminal and the
external reader device. The following options display on the screen:

1600
:1200
12400
14800
:9600 <
:14400
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An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Baud Rate. The terminal saves the setting and returns to the EDI Settings
menu.

Data Bits
Press the 2 key to configure the data bits serial port settings for external readers. The
following prompt displays on the screen:

0:7 Bits
1:8 Bits <«
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An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Data Bits setting. The terminal saves the setting and returns to the EDI
Settings menu.

Stop Bits
Press the 3 key to configure the stop bits serial port settings for external readers. The
following prompt displays on the screen:

<

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Stop Bits setting. The terminal saves the setting and returns to the EDI
Settings menu.

Parity
Press the 4 key to configure the parity serial port settings for external readers. The
following prompt displays on the screen:

0:None <«
1:0dd

2:Even

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Parity setting. The terminal saves the setting and returns to the EDI
Settings menu.

Start Position
Press the 5 key to configure the position in the data stream at which a user code begins. In
a datastream consisting of the numbers 0123456789, for example, a start position of 3
means that the first digit in the user code. Consult the documentation supplied with the
external device reader to determine the appropriate start position. At the prompt, enter the
desired start position value and press ENTER. The terminal saves the setting and returns to
the EDI Settings menu.

End Position
Press the 6 key to configure the position in the data stream at which a user code ends. In a
datastream consisting of the numbers 0123456789, for example, an end position of 7 means
that the last digit in the user code is 6. Consult the documentation supplied with the
external device reader to determine the appropriate end position. At the prompt, enter the
desired end position value and press ENTER. The terminal saves the setting and returns to
the EDI Settings menu.
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Uses Hex Value
Press the 7 key to configure the terminal translation mode for EDI support. At the prompt,
enter 0 to configure for ASCII, or enter 1 to configure for hexadecimal, and press ENTER. The
terminal saves the setting and returns to the EDI Settings menu.

Database

The Database option manages the data tables stored on the terminal. Press the 5 key at the
Manager Mode menu screen to select the Database option. The terminal displays the
following options. Press the corresponding character key to select an option.

:Tablel
:Tablel
:Table?2
:Table3
:Tabled
:Tableb
:Table6
:Table?
:Table8
:Table9
:TablelO
:Tablell
:Tablel?2
:Tablel3
:Tablel4d
:Tablelb
:NONBILLABLE
: PHSPCODE

T QO "M HE O QWP O oo Jo0 0 wNh e o

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Tables 0-15

The Table0 through Table9 options manage records in specific, numbered tables. Press
the corresponding number to select a table and display the following options:

1:Add Record
2:Delete Record

Tables 10 thru 15 are for special configuration customizations, such as additional
validation.
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Add Record
You may want to add a record to a table to record manual entries or to provide temporary
validation data. When you add a validation record in this way, the terminal does not
upload the record to the control system, so the control system is never aware that the new
record exists. If you add a record to the terminal and do not replicate that record at the
control system, the next full validation upload erases the record.

Press the 1 key to add a record to a table. At the prompt, enter the new record and press
ENTER.

Press F3 to return to the Database menu screen.

Delete Record
You may want to delete a record from a table. When you delete a record directly from the
terminal, the control system is not aware that the record no longer exists on the terminal. If
you delete a record from the terminal but not from the control system, then perform a full
validation upload, the validation upload adds the record back onto the terminal.

Press the 2 key to delete a record from a table. At the prompt, select the record to delete
and press ENTER.

Press F3 to return to the Database menu screen.

NONBILLABLE

You may want to add or delete a record from the nonbillable table. The NONBILLABLE
option manages the records in the Nonbillable table. Press the G key to select the
NONBILLABLE table and display the following options:

1:Add Record
2:Delete Record

Add Record
Press the 1 key to add a record to the NONBILLABLE table. At the prompt, enter the new
record and press ENTER.

Press F3 to return to the Database menu screen.
Delete Record
Press the 2 key to delete a record from the NONBILLABLE table. At the prompt, select the

record to delete and press ENTER.

Press F3 to return to the Database menu screen.
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PHSPCODE

The PHSPCODE option manages the records in the Phone Speed table. Press the H key to
select the PHSPCODE table and display the following options:

1:Add Record
2:Delete Record

Add Record
Press the 1 key to add a record to the PHSPCODE table. At the prompt, enter the new record
and press ENTER. The phone speed code that you add remains in the terminal independent
of phone speed codes defined in the control system.

Press F3 to return to the Database menu screen.

Delete Record
Press the 2 key to delete a record from the PHSPCODE table. At the prompt, select the record
to delete and press ENTER. When you delete a phone speed code directly from the terminal,
the control system is not aware that the speed code no longer exists on the terminal. If you
delete a speed code from the terminal but not from the control system, then perform a full
validation upload, the validation upload adds the speed code back onto the terminal.

Press F3 to return to the Database menu screen.

Meters

The Meters option displays transaction information and counts for different functions of
the terminal (such as photocopies, faxes, and so on). Press the 6 key at the Manager Mode
menu screen to display the following options, depending on the terminal’s configuration.
Press the corresponding number key to select an option.

0:COPIER
1:FAX
2:DISB
3:JB CODE

If necessary, you can modify the meters. When you first connect a PageCounter to a
photocopier, for example, the copier’s count meter includes counts for copies performed
prior to the PageCounter’s arrival. Modify the PageCounter’s Normal Count meter to
synchronize the two meters.

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.
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COPIER

The cOPIER option displays photocopy transaction data. To change a copier meter’s value,
press the ENTER key, type the desired value, and press ENTER again to save the setting. Note
that the Last Date set option records the date and time at which you last changed the
current meter; you cannot manually modify this date and time.

Press the 0 key at the Meters menu screen to display the following information on
photocopy transactions; press the arrow keys to navigate through the information on the

screen:

Photocopy Transaction Data  Description

Normal Transaction The number of photocopy transactions performed using valid
accounting information. A single fransaction may contain
several copies.

Normal Count The total number of photocopies performed using valid
accounting information.

Credit Transaction The number of copy transactions for which credit has been
issued to an account. A single fransaction may contain several
copies.

Credit Count The total number of page counts for which credit has been

issued to an account.

Bypass Transaction The number of copy transactions performed with the terminal in
bypass mode. A single transaction may contain several copies.
Bypass Count The total number of photocopies made with the terminal in
bypass mode.
Last Date set The last date the Meters option was changed.
FAX

The Fax option displays fax transaction data. To change a fax meter’s value, press the ENTER
key, type the desired value, and press ENTER again to save the setting. Note that the Last
Date set option records the date and time at which you last changed the current meter;
you cannot manually modify this date and time.

Press the 1 key at the Meters menu screen to display the following information on fax
transactions; press the arrow keys to navigate through the information on the screen:

Fax Transaction Data Description

Normal Transaction The number of fax fransactions performed using valid accounting
information. A single transaction may contain several pages.

Normal Count The total number of pages faxed using valid accounting
information.
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Fax Transaction Data

Credit Transaction

Credit Count

Bypass Transaction

Bypass Count

Last Date set

Meters

Description

The number of fax tfransactions for which credit has been issued
fo an account. A single fransaction may contain several pages.

The total number of faxed pages for which credit has been
issued to an account.

The number of fax transactions performed with the terminal in
bypass mode. A single fax transaction may contain several

pages.

The total number of pages faxed with the terminal in bypass
mode.

The last date the Meters option was changed.

DISB

The p1sB option displays disbursement transaction data. To change a disbursement
meter’s value, press the ENTER key, type the desired value, and press ENTER again to save the
setting. Note that the Last Date set option records the date and time at which you last
changed the current meter; you cannot manually modify this date and time.

Press the 2 key at the Meters menu screen to display the following information on
disbursement transactions; press the arrow keys to navigate through the information on

the screen:

Disbursement
Transaction Data

Normal Transaction

Normal Count

Credit Transaction

Credit Count

Bypass Transaction

Bypass Count

Last Date set

Description

The number of disbursement transactions performed using valid
accounting information. A single fransaction may contain
several individual disbursements.

The total number of individual disbursements performed using
valid accounting information.

The number of disbursement transactions for which credit has
been issued to an account. A single transaction may contain
several individual disbursements.

The total number of individual disbursements for which credit has
been issued to an account.

The number of disbursement transactions performed with the
terminal in bypass mode. A single fransaction may contain
several individual disbursements.

The total number of individual disbursements performed with the
terminal in bypass mode.

The last date the Meters option was changed (not editable).
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JB CODE

The JB CODE option displays job code transaction data. To change a job code meter’s value,
press the ENTER key, type the desired value, and press ENTER again to save the setting. Note
that the Last Date set option records the date and time at which you last changed the
current meter; you cannot manually modify this date and time.

Press the 3 key at the Meters menu screen to display the following information on job code
transactions; press the arrow keys to navigate through the information on the screen:

Job Code Transaction

Description

Data escCriptio

Normal Transaction The number of fax transactions performed using job codes
containing valid accounting information. A single fransaction
may contain several pages.

Normal Count The total number of pages faxed using job codes containing
valid accounting information.

Credit Transaction The number of fax transactions, performed using job codes, for
which credit has been issued to an account.

Credit Count The total number of faxed pages, belonging to fransactions
performed using job codes, for which credit has been issued to
an account.

Bypass Transaction The number of fax fransactions performed using job codes with
the terminal in bypass mode. A single fransaction may contain
several pages.

Bypass Count The total number of faxed pages belonging to transactions
performed using job codes with the terminal in bypass mode.

Last Date set The last date the Meters option was changed (not editable).

User Settings

The User settings option configures user preferences. Press the 7 key at the Manager
Mode menu screen to display the following options. Press the corresponding number key
to select an option.

:Hold Time

:Jobcode Timeout
:Date-Time

:End of Day Process
:Unattended Time
:Speaker Setting

o U1 W N PO

:Configure Sep. Key

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.
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Hold Time

The Hold Time option configures the length of time the HOLD key adds to a transaction
before the automatically ending the transaction.

Increase the hold time in cases where users need additional time to complete a transaction.
For example, if a user wants to photocopy pages from several different sources as part of a
single transaction, an increased hold time enables the user to load the copier with different
source material before the terminal ends the transaction.

Press the 0 key at the User Settings menu screen to display the following prompt:

Enter Hold Time
in seconds
300

Enter the number of seconds (to a maximum of 999) you want to assign for the terminal's
HoLD key. If necessary, use the function keys or the BACK key to move the cursor to edit the
value. When you have specified the desired hold time, press the ENTER key to save the
setting and return to the User Settings menu.

JobCode Timeout

The JobCode Timeout option configures the job code expiration (up to 24 hours) for the
terminal. When users create job codes on the current terminal, those codes expire after the
duration you specify in the JobCode Timeout setting. Press the 1 key at the User Settings
menu screen to display the following prompt:

Enter Jobcode Timeout
in hours
24

Enter the number of hours you want for the terminal's job code expiration. If necessary, use
the function keys or the BACK key to move the cursor to edit the value. When you have
specified the desired jobcode expiration, press the ENTER key to save the setting and return
to the User Settings menu.

Date-Time

The Date-Time option configures the terminal’s date and time settings. Press the 2 key at
the User Settings menu screen to display the following options. Press the corresponding
key to select an option:

0:Set Date

1:Set Time

2:3et Time Zone
3:Daylight Savings
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Set Date
Press the 0 key to configure the current date. At the prompt, use the function and number
keys as necessary to set the date in the format MM/DD/YYYY. When you are finished
setting the date, press the ENTER key to save the changes and return to the Date-Time menu.

Set Time
Press the 1 key to configure the current time. At the prompt, use the function and number
keys to set the time in the format HH:MM:SS. For example, enter 14:30:30 to configure the
terminal for 2:30:30 pm. If necessary, use the function keys or the Back key to edit the time.
When you are finished setting the time, press the ENTER key to save the changes and return
to the Date-Time menu.

Note: When the control system and the terminal are communicating properly, the terminal
inherits its time setting from the control system. This inherited time overwrites the time
defined in the terminal’s User Settings.

Set Time Zone
Press the 2 key to configure the current time zone. At the prompt, press the corresponding
number key to select a time zone. Press the ENTER key to save the setting and return to the
Date-Time menu.

Daylight Savings
Press the 3 key to configure the terminal to adjust for daylight savings time. The following
prompt displays on the screen:

Use Daylight Savings
l:Yes <«
2:No

An arrow indicates the terminal’s current configuration. Press the 1 key to enable daylight
savings time adjustments. The terminal automatically saves the setting and returns to the
Date-Time Menu.

Press the 2 key to disable daylight savings time adjustments. The terminal automatically
saves the setting and returns to the Date-Time menu.

End of Day Process

The End of Day Process option configures the time when the terminal processes any
records set for deletion. Press the 3 key at the User Settings menu screen to display a
prompt for the end of day processing time in the format HH:MM:SS. For example, enter
03:00:00 to configure the end of day processing time for 3:00 am. If necessary, use the
function keys or the BACK key to edit the time. Press the ENTER key to save the time and
return to the User Settings menu.
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Unattended Time

The Unattended Time option configures the start and end times when the terminal
accepts accounting codes without performing validation checks. For example, to take
advantage of lower long distance rates after business hours, you may want to configure an
unattended time so users can send faxes without being present at the fax machine to enter
validation data.

Press the 4 key at the User Settings menu screen to display a prompt for the start time in
the format HH:MM:SS. For example, enter 18:30:30 to configure the unattended start time
as 6:30:30 pm. If necessary, use the function keys or the BACK key to edit the time. When you
have specified the unattended start time, press the ENTER key to save the time and advance
to the unattended finish time.

At the prompt, enter the desired finish time in the format HH:MM:SS. If necessary, use the
function keys or the BAcK key to edit the time. When you have specified the unattended
finish time, press the ENTER key to save the time and return to the User Settings menu.

Speaker Settings

The speaker Settings option controls the audible terminal tones. Press the 5 key at the
User Settings menu screen to display the following options. Press the corresponding
number key to select an option.

0: Enable Speaker
1: Disable Speaker

Press the 0 key to enable the audible tones on the terminal. Press the 1 key to disable the
audible tones on the terminal. The terminal returns to User Settings menu screen.

Configure Sep. Key

The configure sep. Key option configures the character used to separate validation
codes into their account and sub-account components. For example, a validation code may
contain an account code, a separator, and a sub-account code, such as 001~2235. Use the
Configure Sep. Key option to configure the terminal to recognize the ~ character as the
delimiter between the account and sub-account codes.

Press the 6 key at the User Settings menu screen to display a prompt for the separator
character. The default separator is a tilde (~).
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Use the optional QWERTY keyboard to enter the desired separator, then press ENTER to
save the change and return to the User Settings menu.

—Or—

1 Press the HOLD key to display a list of available separator characters on the display
screen.

2 Use the function keys to move the cursor to the desired character and press ENTER.
3 Press the HoOLD key again.
4 Press the ENTER key to save the separator value and return to the User Settings menu
screen.
Security

The security option configures the Manager Mode password on the terminal. Press the 8
key at the Manager Mode menu screen to display a prompt for the existing password.
Enter the password and press ENTER. When prompted, enter the new password and press
ENTER to confirm the change.

Caution:  Ensure that you record the new password so you can recall it at a later date. When
you change the password, the terminal no longer recognizes the previous
password.
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Mode 2 Manager Mode Options
At a Glance...

When the PageCounter terminal is configured for Mode 2 o
Quick View of Mode 2

communication, the terminal displays the following menu options in

Manager Mode. Press the corresponding number key to select any version
Manager Mode menu option. For example, press the 1 key to select Network
Network options. Contrast
. Test Hardware
:Version :
:Network Devices
.Contrast User Settings

:Test Hardware

:Devices

g W N PO

:User Settings
Note: Options 0 thru 4 are available in Mode 2 by default.

Press the corresponding function keys to return to previous Manager Mode menu screens.
At the main Manager Mode menu screen, press the F3 function key to reboot the terminal.

Quick View of Mode 2

The following quick view includes all available Manager Mode options in Mode 2. To
access Manager Mode, see Accessing Manager Mode on page 2 - 6

mom 15 sub Menu 2" Sub Menu ﬂ:gﬂb :;:f“t’,b ﬂlﬁﬂb
0: Version — — — — —
1: 0: Set Conftrol System . . . .
Network
— 1: Use BOOTP — — — —
= 2: Use DHCP — — — —
— 3: Use Static IP 0: Set IP Address — — —
— — 1: Set Mask — — —
— — 2: Set Gateway — — —
— — 3: Set Server IP — — —
2: . . . . .
Contrast
3: Test 0: Test Keyboard . . . .
Hardware
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x:l:u 15t Sub Menu 2"d sub Menu ﬂ:izb :;:z‘;b ﬂlztb
= 1: Test Display — — — —
= 2: Test Copier — — — —

4: Devices  0: EDI Seftings 0: Enable EDI — — —
— — 1: Baud Rate — — —
— — 2: Data Bits — — —
— — 3: Stop Bits — — —
— — 4: Parity — — —
— — 5: Start Position — — —
— — 6: End Position — — —
— — 7: Uses Hex Value — — —

5: User 0: Configure Sep.

Settings Key

Version

The Version option displays configuration information for the terminal as described in the
table below. Press the 0 key at the Manager Mode menu screen to select the version
option. Press the arrow keys to scroll through the data on the screen.

Version "

Information LT

VER PageCounter firmware version.

IP Device IP address.

MSK Subnet mask.

GTW Network gateway.

CS TYPE The Equitrac control system (software) type.
SRV Server IP address.

SER# Device serial number.

MAC Unique network card address for the terminal.
Using IP configuration method (such as DHCP).
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Network

The Network option configures the network connection between the terminal and the
control system software. Press the 1 key at the Manager Mode menu screen to select
Network. Press the arrow keys to scroll through the following options on the screen. Press
the corresponding number key to select an option.

Note: When you change network configuration options, the PageCounter terminal reboots
when you exit Manager Mode.

:Set Control System
:Use BOOTP

:Use DHCP

:Use Static IP

w N PO

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Set Control System

The set Control System option configures the terminal's communication connection for
the host server type. Press the 0 key at the Network menu screen to select the Set control
System option. The terminal screen displays the following options, depending on the
terminal firmware version:

Terminal Set Control o
X q Function

Firmware System Options

Current 0:MODE 1 Mode 1 configures terminal type communication

Terminal 1:MODE 2 compatible with Equitrac Professional Enterprise Edition,

Firmware System 4, and Equitrac Professional.
Mode 2 configures terminal type communication
compatible with Equitrac Office, Equitrac Express, PrintLog
Accounting Server (PAS), and Print Release System.

Terminal 0:5YS4 Sys4 configures the ferminal for System 4 type

Firmware 1:PAS communication.

Version 1.0.37 . . S

o EarilEn PAS configures the terminal for PAS type communication.

Use BOOTP

The Use BOOTP option instructs the terminal to broadcast a request for an IP address on the
local subnet.

Note: Depending on the control system, one of the following components or services
respond to requests for an IP address on the local subnet and allocate IP addresses
to the PageCounter terminals as they reboot:
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For PAS—the NTS Controller service.

For PRS with CampusControl-the CampusControl service.
For Equitrac Office—the DCE service.

For Equitrac Express—the DCE service

Press the 1 key at the Network menu screen to select the Use BOOTP option. When you
configure the terminal for BOOTP communication, the terminal displays the setting
network method to BOOTP message. When the terminal has changed to BOOTP
communication, it returns to the Network menu.

Note: If necessary, you can use automatic IP configuration even when the terminal and the
control server are on different subnets. For this setup, enable broadcast forwarding
on your router for IP ports 2613 and 68.

Use DHCP
This option is applicable to Mode 1 only.

Use Static IP

The Use static IP option instructs the terminal to send a directed message to the control
system on startup. Use this option when the device is on a different subnet than the control
system. Press the 3 key at the Network menu screen to select the Use static IP option.

When you configure the terminal for Static IP communication, the terminal displays the
Setting network method to STATIC message, then displays the following Static IP
menu options. Press the corresponding number key to select an option.

0:Set IP Address
1:Set Mask
2:Set Gateway
3:Set Server IP

Note: Enter leading zeros for IP address values. Use the BACK key or the function keys to
move back or forward through the string of characters. When the cursor is in the
desired location, use the number keys to type over the IP address characters that you
want to change.

Set IP Address
Press the 0 key at the Static IP menu screen to set the terminal’s static IP address. At the
prompt, enter the IP address and press ENTER. The PageCounter returns to the Network
menu. Proceed to set the mask, gateway, and server IP before pressing F3.

Set Mask
Press the 1 key at the Static I’ menu screen to set the subnet mask. At the prompt, enter the
subnet mask for your network and press ENTER. The PageCounter returns to the Network
menu. Proceed to set the gateway and server IP before pressing F3.
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Set Gateway
Press the 2 key at the Static IP menu screen to set the terminal’s gateway. At the prompt,
enter the default gateway on your network and press ENTER. The PageCounter returns to
the Network menu. Proceed to set the server IP before pressing F3.

Set Server IP
Press the 3 key at the Static IP menu screen to set the control system server’s IP address. At
the prompt, enter the IP address of the host server and press ENTER. The PageCounter
returns to the Network menu. Press F3 to return to the Manager Mode menu, then press F3
again to reboot the terminal.

Contrast

The Contrast option adjusts the contrast of the terminal's display screen. Press the 2 key at
the Manager Mode menu screen to select the Contrast option. At the prompt, press the
arrow keys to make the screen display lighter or darker. Press the F3 key to select <BACK>
to return to the Manager Mode menu screen. Press F3 again to reboot the terminal.

Test Hardware

The Test Hardware option tests the PageCounter terminal for any problems with the
keyboard or terminal display. Press the 3 key at the Manager Mode menu screen to select
the Test Hardware option. The terminal displays the following test options. Press the
corresponding number key to select an option.

0:Test Keyboard
1:Test Display
2:Test Copier

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Test Keyboard

The Test Keyboard option tests terminal keyboard functionality. Press the 0 key at the Test
Hardware menu screen to display the following prompt on the screen:

Keyboard Test

Press key:

Press each keyboard key individually to ensure that the key is functioning properly. The
terminal displays the corresponding code number and the value of the key you pressed.
For example, if you press the number 3 key, the terminal displays the following:

Keyboard Test
Press key:
Code 33 value 3
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When you press the F3 key, the terminal displays the code and value for the F3 key, then
returns to the Test Hardware menu.

Test Display

The Test Display option tests terminal display functionality. Press the 1 key at the Test
Hardware menu screen to display the complete collection of the alphanumeric characters
and symbols the terminal screen supports.

The terminal automatically scrolls through the available characters and symbols, then
returns to the Test Hardware menu.

Test Copier

The Test Copier option tests the PageCounter copy control port to ensure that the
terminal correctly detects all copy clicks. Before testing the port, ensure that you have
connected the terminal to the copier using the copier cable. Press the 2 key at the Test
Hardware menu screen to test the copy control port to display the following data on the
screen:

COUNT: Displays the number of copies made during a test phase.
ATTRIB: Displays the binary attributes that the copier sends.

Once you have configured the terminal to test the copy control port, make copies using
your copier. Ensure that the terminal displays the correct number of copies on the screen.
When finished testing, press the F3 key to select <BACK> and return to the Test Hardware
menu screen.

Devices

The Devices option configures the terminal for external data entry devices. Press the 4 key
at the Manager Mode menu screen to select the Devices option. The terminal can display
the following options, depending on the its configuration. Press the corresponding number
key to select an option.

0:EDI Settings

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.
Device0

The Device0 option configures the photocopier properties for the terminal. Press the 0 key
at the Devices menu screen to display the following options. Press the corresponding
number key to select an option.

0:Copier Properties

1:Copy Pulse Timing
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2:View Comm Log

3:Scan Settings
Press the F3 key to select <BACK> and return to the Devices menu.
Copier Properties
Press the 0 key to display copier configuration options. The following options display on

the screen. Use the arrow keys to scroll to each option you want to configure.

To change a copier configuration value, press the ENTER key, type the desired value, and
press ENTER again to save the setting.

Copier Properties Description

Max Complete Time The default fransaction release time when no copy pulses are
detfected.

CRT Multiplier The value used to calculate the computed release fime when the

END key is pressed and pulses are still coming in.

Max Pulse Time QS Thelongest pulse, measuredin 1/4 seconds, the ferminal recognizes
and counts as a fransaction.

Min Offtime Ms The minimum negative pulse fime, in milliseconds, the copier
recognizes and counts as a transaction.

Min Ontime Ms The minimum positive pulse time, in milliseconds, the copier
recognizes and counts as a transaction.

Device Time Out The amount of time, in minutes, the tferminal remains active before
it fimes out.

Copier Pulse Timing
Press the 1 key to configure the length of the pulses, in milliseconds, the copier sends to the
terminal. The terminal's pulse recognition is set at a default range that reads most copier
pulses. Typically, you do not have to modify this setting.

View Comm Log
Press the 2 key to display a log of the copier pulse times recorded by the terminal.

Scan Settings
Press the 3 key to configure scan support configuration options. The following options

display on the screen. Press the corresponding number key to select an option.

0:Terminal IP
l:Ether Device Type
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Terminal IP
Press the 0 key to configure the IP address of the scan device. At the prompt, use the
number keys to enter the IP address and press ENTER.

Note: When entering the IP address, enter complete octets without periods.

Ether Device Type
Press the 1 key to configure the terminal for scan support. The following options display
on the screen. Press the corresponding number key to select an option:

0:None
1l:eCopy
2:eCopy Vv2
3:Xerox

Press the 0 key to disable scan support on the terminal. Press the 1 key to configure the
terminal for eCopy scan devices, press the 2 key to configure the terminal for eCopy
version 2 scan devices, or press the 3 key to configure the terminal for Xerox scan devices.

When you select the Xerox option, the following option displays on the screen. Press the
corresponding number key to select the option, or press the F3 key to select <BACK> to
return to the Ether Device Type menu:

0:Xerox JST Delta

When the terminal tracks scans made on supported Xerox scan devices, select the 0 key to
select the xerox JST Delta option. The JST Delta option configures the job submission
time value for the Xerox device, measured in milliseconds. The recommended value
depends on the device model.

e Xerox Document Centre 460/470/480/490 —set the JST Delta value to 4000 ms (4
seconds).

e Xerox Work Centre Pro 32 Color, WCP 40 Color—set the JST Delta value to 2000 ms (2
seconds).

e All other devices—set the JST Delta value to 0.

EDI Settings

The EDI Settings option configures the terminal to support External Data Interface (EDI)
devices such as external reader devices.

Note: You must be familiar with RS232 communication terminology and know the settings
your device requires to make configuration changes to EDI settings.
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On terminals configured for both fax and copy control, press the 2 key to access the EDI
Settings menu. On terminals configured for copy control only, press the 1 key. When you
have selected the appropriate key, the following options display. Press the corresponding
number key to select an option.

:Enable EDI
:Baud Rate
:Data Bits
:Stop Bits
:Parity

:Start Position

:End Position

~N o U W N = O

:Uses Hex Value
Press the F3 key to select <BACK> and return to the Devices menu screen.

Enable EDI
Press the 0 key to enable or disable the external reader device capabilities of the terminal.
The following prompt displays on the screen:

Enable EDI
1l:Yes
2:No <

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to enable or disable the external device. The terminal saves the setting and returns to
the EDI Settings menu.

Baud Rate
Press the 1 key to configure the communication speed between the terminal and the
external reader device. The following options display on the screen:

:600
:1200
:2400
14800
19600 <
:14400

g w NN PO

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Baud Rate. The terminal saves the setting and returns to the EDI Settings
menu.

Data Bits
Press the 2 key to configure the data bits serial port settings for external readers. The
following prompt displays on the screen:
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0:7 Bits
1:8 Bits <«

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Data Bits setting. The terminal saves the setting and returns to the EDI
Settings menu.

Stop Bits
Press the 3 key to configure the stop bits serial port settings for external readers. The
following prompt displays on the screen:

|

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Stop Bits setting. The terminal saves the setting and returns to the EDI
Settings menu.

Parity
Press the 4 key to configure the parity serial port settings for external readers. The
following prompt displays on the screen:

0:None <«
1:0dd

2:Even

An arrow indicates the terminal’s current configuration. Press the corresponding number
key to change the Parity setting. The terminal saves the setting and returns to the EDI
Settings menu.

Start Position
Press the 5 key to configure the position in the data stream at which a user ID or PIN
begins. In a datastream consisting of the numbers 0123456789, for example, a start position
of 3 means that the first digit in the user ID or PIN is 2. Consult the documentation
supplied with the external device reader to determine the appropriate start position. At the
prompt, enter the desired start position value and press ENTER. The terminal saves the
setting and returns to the EDI Settings menu.

End Position
Press the 6 key to configure the position in the data stream at which a user ID or PIN ends.
In a datastream consisting of the numbers 0123456789, for example, an end position of 7
means that the last digit in the user ID or PIN is 6. Consult the documentation supplied
with the external device reader to determine the appropriate end position. At the prompt,
enter the desired end position value and press ENTER. The terminal saves the setting and
returns to the EDI Settings menu.
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Uses Hex Value
Press the 7 key to configure the terminal translation mode for EDI support. At the prompt,
enter 0 to configure for ASCII, or enter 1 to configure for hexadecimal, and press ENTER. The
terminal saves the setting and returns to the EDI Settings menu.

User Settings

The User settings option configures the terminal’s user preferences. Press the 5 key at
the Manager Mode menu screen to select the User Settings option. The terminal can
display the following option, depending on the terminal’s configuration. Press the
corresponding number key to select the option.

0:Configure Sep. Key

Press the F3 key to select <BACK> to return to the Manager Mode menu screen. Press F3
again to reboot the terminal.

Configure Sep. Key

The Configure Sep. Key option configures the character used to separate validation
codes into their account and sub-account components. For example, a validation code may
contain an account code, a separator, and a sub-account code, such as 001~2235. Use the
Configure Sep. Key option to configure the terminal to recognize the ~ character as the
delimiter between the account and sub-account codes.

Press the 0 key at the User Settings menu screen to display a prompt for the separator
character. The default separator is a tilde (~).

Use the optional QWERTY keyboard to enter the desired separator, then press ENTER to
save the change and return to the User Settings menu screen.

—Or—

1 Press the HOLD key to display a list of available separator characters on the display
screen.

2 Use the function keys to move the cursor to the desired character and press ENTER.
3 DPress the HOLD key again.

4 Press the ENTER key to save the separator value and return to the User Settings menu
screen.
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Data Entry Options

At a Glance...
Data Entry Options

Data Entry Options for Fax Transactions

The data entry options available depend on the communication mode your terminal uses
(either Mode 1 or Mode 2), and the type of transaction you are performing.
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Data Entry Options

. . ., At a Glance...
Data entry options available depend on the terminal’s

. . . Manual Entry

configuration and depend on the current mode of operation.
Data entry options can include the following: Search and Scan
Recall
* Manual Entry Global Recal
e Search or Scan Speed Codes
¢ Recall and Global Recall Interrupt
. Speed Codes Using a Magstripe Card
Using a Proximity Card

¢ Interrupt

* Magnetic Card Device

Refer to the following sections for information on all data entry options.

Manual Entry

Users can enter data manually on terminals using either Mode 1 or Mode 2
communication. When entering data manually, users can use either the numeric keypad,
the optional QWERTY keyboard, or both.

Search and Scan

The Search and Scan options are available only on terminals using Mode 1 communication.

The Search and Scan options look up accounting information for configured accounting
fields such as user or client. Users can search or scan for data at the terminal and then select
the necessary accounting information.

Searches are based on either the initial characters in a code or in a code’s description but
not both. For example, a code search for 123 finds 12345 and 123-999 as possible matches.

Scans are based on either any combination of characters found anywhere in a code or in a
code’s description, but not both. For example, a name scan for AB finds ABC Pools, John’s
Cab Company, and Van Abramson as possible matches.

The kinds of searches and scans users can perform on the terminal depend on the
terminal’s configuration. Each data entry field can be configured to support searches and/
or scans.

If the current data entry field has been configured to automatically search or scan (auto

search or scan), or configured to search or scan on the first key entered (first-key search or
scan), users do not have to manually initiate the search or scan.
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Auto Search or Scan

When a user reaches a field configured to automatically search or scan, the terminal
displays a list of matching codes or descriptions as soon as it advances to that field.

First-Key Search or Scan

When a user reaches a field configured for first-key search or scan, the terminal displays a
list of matching codes or descriptions as soon as the first character is typed in the field.

Search and Scan Configurations

The following search and scan options are possible with a PageCounter terminal.

Search and Scan Option Description

Auto Code Search The terminal automatically displays a list of matching
Auto Code Scan codes as soon as it advances to the configured data entry
field (after the code in the previous field is verified).

The terminal defaults to Auto Code Searches. Press the
corresponding function key for SCAN to switch fo Auto
Code Scans.

Auto Description Search The terminal automatically displays a list of maftching
descriptions as soon as it advances to the configured data

(UI® [DESEIEN SSeT entry field (after the code in the previous field is verified).

The terminal defaults to Auto Description Searches. Press
the corresponding function key for SCAN to switch fo Auto
Description Scans.

First-Key Code Search The terminal displays a list of matching codes after the first

First-Key Code Scan character is typed in the configured data entry field.

The terminal defaults to First-Key Code Searches. Press the
corresponding function key for SCAN to switch fo First-Key

Code Scans.
First-Key Description Search The terminal displays a list of matching descriptions after
First-Key Description Scan ;:;dﬁrsf character is typed in the configured data entry

The terminal defaults to First-Key Description Searches.
Press the corresponding function key for SCAN fo switch to
First-Key Description Scans.

Manual Code Search The terminal displays a list of matching codes after you
Manual Code Scan press the corresponding function key for SEARCH or SCAN.
Manual Description Search The terminal displays a list of matching descriptions after
you press the corresponding function key for SEARCH or

Manual Description Scan
SCAN.
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Note: When using combined validation, both Search and Scan work differently for the
second combined field entry. The terminal uses the text string and code entered in the
first combined field to search for matching codes for the second field.

It is possible for a code to exist without an associated text description. In this case,
during a Search or Scan by Code, the Description column is blank.

Search or Scan Screen Display

When a user initiates a Search or Scan, the PageCounter begins searching for all exact
matches to the characters entered. The terminal displays the following message:

Executing Search

Please Wait

The terminal replaces this message with the first matching entry found. If no matches are
found, the terminal replaces it with the message:

No Matches Found

As more matching entries are found, the terminal displays them on the screen. As users
type additional characters in the look-up field, the PageCounter narrows its search and
updates the list of matching information displayed on the screen.

Note: If a Search or Scan option is not selected for any given field, the default setting of “no
search/scan” is configured. For that field, the search and scan keys are disabled.

Recall

The Recall option is available only on terminals using Mode 1 communication.

The Recall option retrieves a list of previously entered accounting information from the
local terminal for configured fields.

The PageCounter terminal recalls accounting data and displays the data on the Recall
screen. The recalled information is based on the accounting codes users entered in the

previous data entry fields.

The terminal recalls the last 1000 entries and displays the first 100 unique entries of those
initial 1000 entries on the Recall screen. The most recent transactions display first.

Only transactions made from the current Data Entry mode are recalled because different
Data Entry modes might not have the same uses for a field.

Consider an example in which the terminal is configured with three fields: User, Client,
and Matter. Recall on the terminal is configured so that the:
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e (lient field recalls are based on User data.

e Matter field recalls are based on Client and User data.
When a user presses RECALL:

e At the Client Field —The Recall screen displays recalled data based on the last entry in
the User field. Use the Up and Down arrow keys to scroll through other recalled
entries.

* At the Matter Field —The Recall screen displays recalled data based on the last entry in
the Client and User fields. Use the Up and Down arrow keys to scroll through other
recalled entries.

Global Recall

The Global Recall option is available only on terminals using Mode 1 communication.

After pressing RECALL, a user may select the corresponding function key for GLOBAL to
retrieve accounting data from the local terminal as well as all other terminals that are in
communication with the accounting system over the network.

Speed Codes

Speed codes are available only on terminals using Mode 1 communication.

The Speed Code option functions like a speed dial on a telephone. Speed codes enable
users to replace an accounting code, including optional fields they have skipped or left
blank, with their own short, alphanumeric code.

When a user enters a speed code, the terminal automatically enters the accounting
information previously assigned to that code. For example, users can enter a short speed
code at the Client field that replaces both the client code and the matter code.

Each terminal can have one type of speed code only —Individual or Terminal-wide:

¢ Individual —Individual speed codes are based on a specific field, and are typically
based on the user code. However, you can configure individual speed codes to use any
previous data entry field as the key field.

* Terminal-wide—Terminal-wide speed codes are not associated with a specific field and
often represent descriptions, such as accounting transactions, research, or distribution.
Authorized users designated by the System administrator can create terminal-wide
speed codes. Any user can use terminal-wide speed codes.
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Creating a Speed Code

When installing a PageCounter at a client site, you may be required to create terminal-
wide speed codes for the terminal. To create speed codes, perform the following
procedure:

1 Access Manager mode. See Accessing Manager Mode on page 2 - 6 for details.
2 Enter your User ID.
3 Press the corresponding function key (F1, F2, or F3) for MORE.

4 Press the corresponding function key for SPCODE.

Note: Press the corresponding function key for MORE if the SPCODE option is not visible on
the terminal screen.

5 Press the corresponding function key for CREATE.

6 When prompted, enter the default password, Q.

Note: If you are using a PageCounter terminal without a QWERTY keyboard, you cannot
provide a password and can therefore not configure a terminal-wide speed code.

7 Enter a unique speed code and press ENTER.

8 Enter a description for the speed code and press ENTER.

Note: If the speed code you entered already exists, the terminal asks you if you want to
replace the existing code.

Select the corresponding function key for NO to enter a different speed code.
Select the corresponding function key for YES to replace the existing code and
description with the new code and description.

9 In the appropriate fields of the Data Entry screen, enter the desired accounting
information to assign to the speed code (such as Client and Matter). When you have
entered data for all required fields, the terminal creates the speed code and returns to
Idle mode.

Recording continues until all accounting data has been entered or until you press the
corresponding function key for CANCEL. See Stop Recording a Speed Code on page 4 -7
for details.
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Stop Recording a Speed Code

Perform the one of the following to stop recording a speed code at the terminal.

¢ Press the corresponding function key for sTOP. The terminal creates the speed code
successfully.

® Press the corresponding function key for CANCEL. The terminal does not create the
speed code.

¢ Finish entering data for all data entry fields. The terminal creates the speed code and
displays the Ready screen.

Deleting a Speed Code

Perform the following to delete a speed code stored at the terminal.
1 Enter your User ID (if the speed code is configured for the User field).
2 Press the corresponding function key for SPCODE.

Note: Press the corresponding function key for MORE if the SPCODE option is not visible.

3 Use the arrow keys to select a speed code to delete from the list.
4 Press the corresponding function key for DELETE.

5 Press the corresponding function key for Yes to confirm the deletion, and then press

ENTER.
Note: You may be prompted to enter a password before you can delete a speed code. If you
are authorized to delete speed codes, type your password and press ENTER.
Interrupt

The Interrupt feature is available only on terminals using Mode 1 communication, and is
not available to users using the terminal to access a fax device or to users using MyPrint
mode.

While a transaction is in progress (for example, while copies are being made), users can
interrupt the current transaction to perform another transaction. The terminal suspends
the current transaction until the user returns to it. The current transaction remains active
while it is interrupted. The terminal continues to track the device output.

Note: The interrupted transaction can time out if your subsequent transactions take
considerable time to complete and the terminal reaches its configured device time out
value.
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There are four levels of interrupt available which enable the terminal to store information
for up to five transactions at a time.

Using a Magstripe Card

The magnetic card reader is available on terminals using Mode 1 communication and on
terminals using Mode 2 communication.

When the terminal includes a magnetic card device reader, users can enter data by swiping
an encoded magnetic card (magstripe card) instead of using the keyboard.

Using a Proximity Card

The radio frequency card reader is available only on terminals using Mode 2
communication.

When the terminal includes a radio frequency card reader device, users can enter data by
holding an encoded card (proximity card) next to the reader instead of using the keyboard.
The following symbol indicates where users should hold their proximity cards:

()
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Data Entry Options for Fax Transactions

. At a Glance...
PageCounter fax control enables you to send and receive faxes as

. . Terminal Data Entr
well as manage job codes at the terminal. ' Y

Fax Keypad (Touch Tone)
Data Entry

Note: The fax control option is available only on PageCounter
Job Codes Data Entry

terminals configured for Mode 1 communication.

When you want to send a fax, you have three options for data entry:

* Terminal data entry—Entering data at the terminal enables you to use all of the terminal
features but prevents you from using fax device features. The terminal accepts
alphabetic and numeric entries.

¢ Fax Device (Touch Tone) data entry—Entering data at the fax device enables you to use
fax device features but prevents you from using terminal features (such as Search, Scan,
or Recall). Fax devices can only accept numeric characters, the # key, and the * key.

* Job Code data entry—Creating a job code at the terminal and then using that code at the
fax device enables you to use both the features of the terminal and the fax device.
Terminal Data Entry

When you enter your accounting data at the PageCounter terminal, the terminal enables
the phone line and enables the fax device. Perform the following to enter accounting data
at the terminal.

1 Take the fax device off hook and insert the pages to fax.

2 At the terminal, enter accounting information for each field by performing one of the
following:

¢ Enter the accounting code. If necessary, press ENTER after each field entry.

* Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

3 Enter a description in the field (if prompted).

4 Enter the destination fax number in the field.

Note: Edit previously entered codes by moving to the field using the Up arrow key. Then use
the BACK key to edit the code, as needed. Press ENTER after editing the code.

When entering data at the terminal, the fax device can time out before you complete
all data entry. To avoid fax device time outs, leave the fax device on hook until you
complete all data entry at the terminal. When you finish all data entry at the terminal,
take the fax device off hook to complete the transaction.
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6

When all accounting information has been entered and verified, additional data has
been entered, and the destination fax number has been entered, the terminal displays
the Ready screen.

At the fax device, press the designated enter key (typically the # key) and press START to
complete your fax transmission.

Press the sTOP key at the fax device to stop or cancel a fax transaction.

Fax Keypad (Touch Tone) Data Entry

When you enter your accounting data at the fax device, the PageCounter terminal receives
and verifies the accounting information. The terminal enables the phone line once the
accounting data is received and verified. Perform the following to enter accounting data at
the fax device.

At the fax device, enter all required accounting data using the keypad. Separate each
piece of data using the designated enter key (typically the # key).

For example:

0006<user>#00001<client>#000008#<matter>

Note: The terminal validates each entry as it is received from the fax device. If you make an

invalid or incorrect accounting data entry, hang up and start over.

To use the redial feature on the fax device, you must enter all accounting data at the
fax device. The redial feature on the fax device cannot capture accounting data you
enter at the terminal.

If prompted, enter a description for the fax transaction.2.

Enter the telephone number using the keypad.

Enter the destination fax number using the keypad.

Press the designated enter key (typically the # key). For example: 55512124
Press the fax device’s START button to transmit the fax.

Press the sTOP key at the fax device to stop or cancel a fax transaction.

Job Codes Data Entry

PageCounter fax terminals configured with Job Code mode enable users to create a six-
digit code that replaces accounting data including user, client, and matter data. Job codes
function like a speed dial on a fax device.
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Working with job codes for fax transactions includes three steps.

1 Enter the desired accounting information (including destination fax number, if desired)
at the terminal.

2 The terminal assigns a six-digit, numerical job code for the accounting data (000000
through 999999).

3 Enter the job code at the fax device to process the transaction.
Note: The PageCounter terminal stores job codes for a configurable amount of time.

Creating Job Codes with Accounting Data
Perform the following to create a job code for accounting data only.
1 Ensure that the terminal is in Job Code mode.

a DPress the corresponding function key for MODE.

b Press the corresponding number key for JBCODE.

2 Enter appropriate accounting information in each data entry field by performing one of
the following as needed:

* Enter the accounting code. If necessary, press ENTER after each field entry.

e Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

Note: Edit entered codes by moving back to the previous field using the Up arrow key. Then
use the BACK key to edit the code, as needed. Press ENTER after editing the code.

3 When the terminal reaches the fax number field, press ENTER.
4 Write down the job code number the terminal displays on the screen, and press ENTER.

5 Repeat steps 1 through 4 to create another job code.

Creating Job Codes with Accounting Data & Fax Number

Perform the following to create a job code for accounting data and a destination fax
number.

1 Ensure that the terminal is in Job Code mode.

a DPress the corresponding function key for MODE.

b Press the corresponding number key for JBOCDE.
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2 Enter appropriate accounting information in each data entry field by performing one of
the following as needed:

* Enter the accounting code. If necessary, press ENTER after each field entry.

* Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

Note: Edit entered codes by moving back to the previous field using the Up arrow key. Then
use the BACK key to edit the code, as needed. Press ENTER after editing the code.

3 When the terminal reaches the fax number field, enter a destination fax number, and
press ENTER.

4 Write down the job code number the terminal displays on the screen, and press ENTER.

5 Repeat steps 1 through 4 to create another job code.

Using a Job Code at the Fax Device

Perform the following to use a predefined job code with accounting data only at the fax
device.

1 Take the fax device off hook.
2 At the fax device, press the # key two times.
3 Enter the job code using the keypad.

4 Press the fax device's designated enter key (typically the # key). For example:
##5051024

5 Enter the destination fax number at the terminal, when prompted, or at the fax device.
6 DPress the fax device's designated enter key (typically the # key).
7 Press the fax device’s START button to transmit the fax.

8 Press the sTOP key at the fax device to stop or cancel a fax transaction.

Note: When using job codes that replace accounting data only, you can enter destination
fax numbers manually, or you can select speed dial numbers the fax device stores.

Perform the following to use a predefined job code with accounting data and destination
fax number at the fax device.

1 At the fax device, press the # key two times.
2 Enter the job code using the keypad.

3 Press the fax device’s designated enter key (typically the # key).
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4 DPress the fax device’s START button to transmit the fax.

5 Press the sTop key at the fax device to stop or cancel a fax transaction.
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Performing Transactions

At a Glance...
Mode 1 Functional Modes

Mode 1 Operational Modes
Mode 2 Functionality

This chapter provides information on the workflow involved with using PageCounter
terminals to perform transactions. Understanding this workflow can help you optimize the
setup and configuration of terminals at a particular client site.

You can also reference the PageCounter Usage Guide and Administration Guide for details on
operating the PageCounter terminal.
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Mode 1 Functional Modes

. . At a Glance...

The PageCounter operates in three functional modes:
Idle Mode
e Idle-Terminal is not in use; data entry fields are ready to accept Data Entry Mode
entries. Ready Mode

* Data Entry-Terminal data entry fields are receiving entries.

* Ready-All data entries have been received and the terminal is
functioning in the selected mode of operation.

Idle Mode

A PageCounter terminal that is ready for use is in Idle mode. As soon as a user presses any
key (unless that key has a special function), the terminal enters Data Entry mode.

The PageCounter returns to Idle mode when a user completes a transaction or after a
customer-specified period of keyboard inactivity in Data Entry mode or Ready mode.

Idle Mode enables the following options available using the terminal function keys:

* MODE-Selects a terminal mode, (for example Photocopy, Fax, etc.)

® MANAGER MODE (END+F2)—Accesses the PageCounter Manager Options (System
administrators or Equitrac personnel only).

® HELP (on optional keyboard)-Displays the following information on the terminal
display: software version, date, time, terminal name, serial number, site ID, IP method,
terminal IP, subnet, gateway, total disk space, free disk space, control system, control
type, whether the terminal is communicating, and the last pulse message.

e RecALL-Displays a list of previously entered accounting data; select an entry to use.

® SEARCH-Searches for accounting data based on the first set of characters in a code orin a
code’s description.

® scAN-Scans for accounting data based on a set of characters found anywhere in a code
or in a code's description.

Data Entry Mode

When a user begins typing in the first data entry field, the terminal enters Data Entry
mode. In this mode, the terminal displays the Data Entry screen. The first key pressed to
take the terminal from Idle to Data Entry is used as the initial character in the first data
entry field.

Users can enter accounting data into the fields displayed on the Data Entry screen. Use the
up and down arrow keys at the right side of the display as needed to scroll through the
data entry fields. Users can type the accounting codes directly into the data entry fields or
can use any of the configured data entry options, such as SEARCH, SCAN, Or RECALL.
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The configuration of the terminal determines the range of transaction functions available
as well as the number of fields displayed.

Data Entry mode enables the following options using the terminal function keys:

* cANCEL-Exits the current terminal state and return to the previous state

® MODE-Selects a terminal mode, (for example, Photocopy, Fax, etc.)

* MORE-Views other options within the current mode

* INT-Interrupts the current transaction so that you can begin a new one

® SEARCH (if current field is searchable)-Launches search feature to find data entry codes
® sCAN (if current field is searchable)-Launches scan feature to find data entry codes

* RECALL (if current field is recallable)-Launches recall feature for using previous data
entries in the current field

e spcobeE-Displays a list of existing speed codes and their descriptions
play & Sp p

The PageCounter returns to Idle mode when a user completes a transaction or after a
configurable period of keyboard inactivity in Data Entry mode or Ready mode.

Ready Mode

After a user completes all required accounting entries at the Data Entry screen, the
terminal enters Ready mode, and displays the Ready screen. At this point, the user can use
the controlled device to make a transaction.

The Ready screen displays page count data and a timer for device timeout. The Ready
screen can display up to two lines, when configured. In addition to the page count and
device timer, other information may include billable/non-billable information or the total
charge for the transaction.

Ready mode enables the following terminal keys:

* caNcEL-Exits the current terminal state and return to the previous state.
* MoRe-Provides other options within the current mode.

¢ INT-Interrupts the current transaction so that you can begin a new one.
¢ HoLb—Extends the timeout value.

* END-Ends the current transaction and returns to Idle mode.

® NExT-Remain in the current mode and begin another transaction.

The PageCounter returns to Idle mode when a user completes a transaction or after a
configurable period of keyboard inactivity in Data Entry mode or Ready mode.
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Mode 1 Operational Modes

. . o At a Glance...

PageCounter terminals using Mode 1 communication can be ) ,
. . . Accessing an Operational
configured for as many as four operational modes at one time, Mode

depending on the accounting system software. The type of
transaction users can perform with a terminal depends on the
terminal’s operational mode. Performing a Transaction

Entering Accounting Data

Note: The names and appearances of all operational modes are customer-configurable
when the terminal is ordered and can differ from terminal to terminal.

PageCounter Mode 1 communication operational modes include:

* Photocopy Mode

e Disbursements Mode
e Fax Mode

e Job Code Mode

* MyPrint Mode

The workflow for performing transactions with a terminal using Mode 1 communication
involves accessing the appropriate operational mode, entering accounting data, and
performing the transaction.

Accessing an Operational Mode

Perform the following to switch from one operational mode to another.

1 Press the corresponding function key for MODE.

2 Press the corresponding number key for the mode you want to use. For example, select
COPY, FAX, Or JBCODE.

3 Perform your transaction using the controlled device.

4 Press END when you finish your transaction. The terminal returns to its default
operational mode (typically Photocopy mode).

Note: When sending a fax using the fax device, the terminal can detect activity at the fax
device and automatically activates itself for fax mode.

Entering Accounting Data

Perform the following to enter data at any PageCounter prompt.

1 Enter accounting data for each field prompt using the numeric keypad or optional
alphabetic keyboard.
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Note: You can press BACK to delete characters to the left of the cursor.

When a field is configured with the text description display option, the corresponding
description for a valid field entry is displayed after the entry is made.

2 Press ENTER to accept a field entry and advance to the next prompt or to advance the
terminal to Ready mode.

Note: If a field is configured with AutoEnter, the terminal automatically advances to the next
prompt after the last character of the fixed-length entry is typed.

3 Press END to complete the transaction and return the terminal to Idle mode.

Performing a Transaction

When users have accessed the appropriate operational mode and provided accounting
data to the terminal, they can perform a transaction such as a copy job, scan job, or
disbursement; issue credits to an account (with appropriate authorization); release a secure
document to a printer; or send a fax.

Performing a Photocopy Transaction
Perform the following to gain access to the photocopy device.
1 Ensure that the terminal is in Copy mode.

a Press the corresponding function key for MODE.
b Press the corresponding number key for copv.

2 Enter appropriate accounting information in each data entry field by performing one of
the following as needed:

* Enter the accounting code. If necessary, press ENTER after each field entry.

* Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

Note: Edit entered codes by moving back to the previous field using the Up arrow key. Then
use the BACK key to edit the code, as needed. Press ENTER after editing the code.

When all accounting information has been entered and verified, the terminal unlocks
the photocopy device and displays the Ready screen.

3 At the photocopier, make your photocopies.

4 If you want to start another transaction using the same User ID, press the
corresponding function key for NEXT and enter accounting codes as required.
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Mode 1 Operational Modes

5 Repeat steps 2 through 4 as needed.

6 Press END when you finish your transaction at the copier.

Performing a Scan Transaction

PageCounter terminals support eCopy Scan Station devices or specific Xerox multi-
function devices with scan enabled. Perform the following to gain access to the scan
device.

1 Ensure that the terminal is in Copy mode.

a Press the corresponding function key for MODE.

b Press the corresponding number key for copy.

2 Enter appropriate accounting information in each data entry field by performing one of
the following as needed:

* Enter the accounting code. If necessary, press ENTER after each field entry.

* Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

Note: Edit entered codes by moving back to the previous field using the Up arrow key. Then
use the BACK key to edit the code, as needed. Press ENTER after editing the code.

When all accounting information has been entered and verified, the terminal unlocks
the scan device and displays the Ready screen.

3 At the scan device, complete your scan transaction.

Note: Certain scan interfaces do not communicate transaction information until the entire
scan transaction is complete. The Ready screen does not necessarily display
accurate scan transaction values while the scan transaction is in progress.

If the terminal times out before the scan transaction completes, consider adjusting the
Device Time Out value using the accounting system.

The accounting system may track Xerox scan transactions individually by scan type
(for example scan to email versus scan to file).

The accounting system cannot track eCopy scan transactions individually by scan
type.

4 If you want to start another transaction using the same User ID, press the
corresponding function key for NEXT and enter accounting codes as required.
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Mode 1 Operational Modes

5 Repeat steps 2 through 4 as needed.
6 When you have completed scanning documents:

* For eCopy version 7.1-end the transaction at the eCopy Scan Station device.
¢ For eCopy version 8.01-press END on the PageCounter terminal.
* For eCopy ShareScan OP version 2.0-press END on the PageCounter terminal.

¢ For Xerox scan devices—press END on the PageCounter terminal.

Performing a Disbursement Transaction
Perform the following to enter a disbursement.
1 Ensure that the terminal is in Disbursements mode.

a Press the corresponding function key for MODE.

b Press the corresponding number key for DISB.

2 Enter appropriate accounting information in each data entry field by performing one of
the following as needed:

* Enter the accounting code. If necessary, press ENTER after each field entry.

* Enter accounting data at a field using the Search, Scan, Recall, or Speed Code
options using the function keys.

Note: Edit entered codes by moving back to the previous field using the Up arrow key. Then
use the BACK key to edit the code, as needed. Press ENTER after editing the code.

When all accounting information has been entered and verified, the terminal displays
the Ready screen.

3 At the terminal, enter disbursement transaction information.

4 To start another transaction using the same User ID, press the corresponding function
key for NEXT and enter accounting codes as required.

5 Repeat steps 2 through 4 as needed.

6 Press END when you finish your transaction.

Issuing Credits

You can issue credits to account for problematic transactions such as illegible printouts or
copies. Perform the following to issue a credit.

Note: The terminal does not support issuing credits for scan transactions.
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Enter a valid user code at the data entry field.
Press the corresponding function key for MORE.
Press the corresponding number key for HISTORY.
Press the 0 key to issue a credit.

Use the arrow keys to select an account for the user. When the desired account displays
on the terminal screen, press ENTER.

When prompted, enter a credit authorization password and press ENTER.

Note: The default Manager Mode password is Q. The default password can be changed by

the System administrator using Manager Mode. See Security on page 3 - 30 for
details.

To enter alphabetic characters on a terminal without a keyboard, press the HOLD key
to display an alphabet on the display screen. Use the function keys to move the
cursor to the desired character and press ENTER. Press the HOLD key again to return to
the entry screen.

The Credit password must not exceed 20 characters.

7 Enter the number of pages to credit and press ENTER.

Note: When entering a Page Count value, enter only the number of pages you want to

credit.

For example, in a ten-page photocopy transaction, if three pages are illegible, you
can choose to not charge the customer for those three pages. Enter a value of 3.

Releasing Secure Documents

Perform the following to release a document to a printer.

1

Ensure that the terminal is in MyPrint mode.

a DPress the corresponding function key for MODE.
b Press the corresponding number key for MYPRINT.

Enter a user password. User passwords are configured and managed in the accounting
system.

The most recent print job in the queue displays on the terminal screen.

Use the arrow keys to scroll through the print job list.
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4 Press the corresponding function key for 0PTION to display the secure document
release menu screen.

5 Press the corresponding number key to perform one of the following operations:

:RELEASE ALL
:RELEASE

:DELETE

:REFRESH

:BACK TO PREV MODE

Ssw N RO

The following table describes each of the secure document release options.

Secure Document

Release Option SRS

Release All Releases all print jobs in the list fo the printer.

Release Releases the selected print job in the list fo the printer.

Delete Deletes the selected print job in the list from the
terminal.

Refresh Updates the list of print jobs.

Back to Prev Mode Returns the terminal to Idle mode.

6 Press END to finish your transaction, if necessary.

Performing a Fax Transaction

See Data Entry Options for Fax Transactions on page 4 - 9 for details.
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Mode 2 Functionality

. . At a Glance...
You can use the terminal to securely release print documents or to

. . . Secure Printin
access copier devices to make photocopies. g

Copy Control
Secure Printing

1 To release documents for printing, the terminal prompts the user to either swipe a card
or enter a PIN using the numeric keypad and press ENTER. See the accounting system
documentation for complete details on terminal prompts and messages.

Note: Use the corresponding function keys (F1, F2, F3) below the terminal screen, as well
as the numeric keypad keys, to complete transactions.

2 If prompted, enter a secondary PIN and press ENTER.

The terminal processes the entry and verifies the primary and optional secondary PIN.

3 When prompted on the terminal screen, press the corresponding function key to print
documents.

4 When prompted on the terminal screen, press the corresponding function key to release
all documents, select a specific document sent to this specific printer, or to browse
documents sent to all compatible printers in the group.

5 When you select a document, press the corresponding function key to print or delete
the document, or to stop browsing documents.

The terminal notifies the user when:

e The document has been released for printing on the printer.
® The document has been deleted.
® There are no documents waiting to be printed.

¢ The printing session has been closed and the terminal is ready for the next user.

Copy Control

1 To access the copier device to make photocopies, the terminal prompts the user to
either swipe a card or enter a PIN using the numeric keypad and press ENTER. See the
accounting system documentation for complete details on terminal prompts and
messages.

Note: Use the corresponding function keys (F1, F2, F3) below the terminal screen, as well
as the numeric keypad keys, to complete transactions.

2 If prompted, enter a secondary PIN and press ENTER.
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The terminal processes the entry and verifies the primary and optional secondary PIN.

3 When prompted on the terminal screen, press the corresponding function key to copy
documents.

4 If prompted, enter the numeric billing code to which the copier usage should be
charged.

5 When the terminal displays the account name, the user can make copies and press END
to close the copying session. PageCounter displays the total number of copies made.

The terminal notifies the user when:

¢ The copying session has been closed and the PageCounter terminal is now ready for
the next user.

The copying session has been terminated because the account is either out of funds or is
locked.
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Servicing the PageCounter
Remotely

At a Glance...
Using Web Admin

Using the PageCounter Communications
Tool

You can service the PageCounter remotely by accessing Web Admin or the PageCounter
Communications Tool.

Web Admin displays terminal configuration data including device status, current device
options, and terminal mode settings. You can also use Web Admin to configure terminal
options such as operation defaults, logging options, and re-initialization settings.

You can use the PageCounter Communications Tool to update validation table information,

upload configuration files, upload binary files, resend transactions, and administer certain
functions of the PageCounter terminal.
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Using Web Admin

Using Web Admin

After the PageCounter has been properly installed and
initialized, you can use Web Admin-a web-based program-to
configure the PageCounter terminal. Web Admin can be Web Admin Options
accessed from any machine within the accounting system

network or across a LAN/WAN network.

At a Glance...
Accessing Web Admin

Web Admin displays terminal configuration data including device status, current device
options, and terminal mode settings.

You can also use Web Admin to configure terminal options such as operation defaults,
logging options, and re-initialization settings.

Accessing Web Admin

1 Ensure that the workstation is running Internet Explorer 5.5 with service pack 3, or
higher.

2 Open Internet Explorer.
3 Enter the following URL in the Address field:

http://terminal IP address
where terminal IP address is the assigned or configured IP address for the terminal.

Web Admin Options

Web Admin consists of a number of options, including: Status, Databases, Config, Run
CMD, Sendkeys, Screenshot, Download, Upload, and Restart. Click on a link to select a
specific option.

Some pages require a secure access user name and password. Enter the following case-
specific user name and password when prompted.

User Name: DEV
Password: EQU

Log in information is required only once during a Web Admin session on the workstation.
Note: PageCounter terminals do not currently support the Screenshot or Servzip options.

Status

The Status page is the default Web Admin page displayed when you access Web Admin.
On the Status page, you see the following information:
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Using Web Admin

® Version Info-Firmware version, web admin version, terminal status, total disk space
available, and free disk space available.

e Communications Info—Current terminal communications configuration and setup.
® Process Information-Executable files currently running on the terminal.

¢ Memory Stats-Terminal memory capability and limitations.

Databases

The Database option enables you to view, add, modify, or delete any database stored on
the terminal.

You can resend one or more transactions based on transaction ID.

1 Enter the number of the first transaction ID in the From field.
2 Enter the number of the last transaction ID in the To field.

3 Click on the Resend Transactions button.

Note: To avoid duplicate transaction complications, always enter a transaction range when
using the Resend Transactions option. Leaving the transaction range empty resends
every transaction stored in the transaction table to the system.

Config

The Config option enables you view and modify the terminal configuration.

The Config page provide General and Modes settings, and Devices, Loggings, and Re-
Init configuration options. Click on a link to select each of the configuration pages,
described below.

* General-Displays an overview of the current terminal configuration settings.
* Modes-Displays field syntax information for each mode configured in the terminal.

* Devices—Contains configuration options you can change for each supported device
setup. See the PageCounter Administration Guide for details on using Manager Mode to
set device options.

* Logging-Contains logging options you can select or clear to set up terminal logging.
Logging configuration and log files are stored in the terminal configuration file.

¢ Re-Init-Contains terminal re-initialization options also available at the terminal using
Manager Mode. See the PageCounter Administration Guide for details on using Manager
Mode to re-initialize the terminal. Re-initialization options include:

¢ Re-Initialize Configuration-Deletes the terminal configuration config. txt file from
the terminal.

¢ Re-Initialize User’s Settings—Deletes the user configuration users.txt file from the
terminal.
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¢ Re-Initialize Table Data—Deletes all tables and indices from the terminal.
¢ Re-Initialize Validation Table Data—Deletes validation tables from the terminal.

® Re-Initialize Network Settings—Deletes the network settings net.ini file from the
terminal. After the terminal reboots, the Network Setup dialog opens so you can set up
network settings.

Check one or more options and click the Re-Initialize button to apply the changes.

RunCMD

The RunCMD option runs commands on the terminal remotely.

Note: Executable files you intend to run on the terminal must be uploaded to the terminal
before you can run the files. See Upload on page 6 - 4 for more information.

Perform the following to run a command remotely on a terminal.

1 Type the file path of the executable file. For example: \Diskl\LoadFlash.exe

2 Click the Run button.

Download

The Download option displays all downloaded directories and files stored on the terminal.
Click a directory to view its contents. Click on a file to display the contents of the file, or to
save the file to a workstation.

Upload

The Upload option enables you to upload data and executable files, such as terminal
firmware updates, to the terminal remotely. Perform the following to upload files.

1 Click Browse to navigate to and select a file to upload.

2 Click the Upload button. The file is uploaded to the \Disk1 directory.

Note: When uploading files, such as firmware updates, to the terminal, avoid performing
transactions using that terminal until all file uploads are complete.

Restart

The Restart option enables you to restart the terminal remotely. Click the Click here to
confirm restart link to reboot the terminal.
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Using the PageCounter Communications

TOOI At a Glance...
Accessing the PageCounter

The PageCounter Communications Tool exchanges information Communications Tool
between the PageCounter terminal(s) and either the System 4 or Resending Terminal
the Equitrac Professional Enterprise Edition accounting system. Firmware, gg!ﬁfﬂigﬂfg{i ;Jr:

The PageCounter Communications Tool is included with the
following accounting systems:

¢ Equitrac Professional Enterprise Edition version 4.6 and higher

¢ System 4 version 3.2 or higher with System 4 Communications Service Release 8

The PageCounter Communications Tool is installed during the accounting system
installation. You can use the PageCounter Communications Tool to update validation table

information, upload configuration files, upload binary files, resend transactions, and
administer certain functions of the PageCounter terminals.

Accessing the PageCounter Communications Tool

To access the PageCounter Communications Tool, open Internet Explorer from any
machine in the network and enter the following URL in the address bar:

http://localhost/omega/statusweb

(when using a system on the System 4 and System 4 Communications Service Release 8 or
Equitrac Professional Enterprise Edition server)

http://<host IP address>/omega/statusweb

(when using a system not on the System 4 and System 4 Communications Service Release 8
or Equitrac Professional Enterprise Edition server).

Resending Terminal Firmware, Validation, or Configuration

The main PageCounter Communications Tool screen displays each connected terminal
and provides you with terminal status.
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Using the PageCounter Communications Tool Configuration

Click the Force Device Updates link to open a new window with the terminal update
options described in the following table.

Note:

Terminal Update Options  Description

Resend Firmware Enables you fo update the terminal firmware
manually.
Resend All Validation Enables you to send all user and client data

from the system to each terminal.

Force Updates Enables you to send updated User and Client

data from the system to each ferminal.

Resend Configuration Enables you to manually send the

config. txt file fo terminals.

The accounting system software will automatically update the software within the
terminals. The Resend Firmware feature enables you to perform the update manually
should there be a problem within the system. The firmware is retrieved from the
directory C:\<ControlSystemFolder>\PCPComm\Upload BIN.

The TIM Timer must be on to allow the Create PCPro Database task to run
automatically. This task sends the DBF files to Upload DB from where all the
validation tables are then sent to the terminals.

Each time a terminal is added to the system, you need to create a config file for that
terminal using the following naming convention {terminalname} CONFIG.txt.

The specific naming convention of the config file lets the accounting system software
know which config files belong to which terminals. Config files need to be stored in the
directory C:\<ControlSystemFolder>\PCPComm\Upload CONFIG.

1 Select the checkbox options you want to apply to specific terminals.

2 C(lick on Save Changes to perform the selected operations.

3 Click on Clear All to clear all selections made within the Update tab.

Note:

If any of the terminals are not communicating with the system, the Clear All button will
only clear the selected options for the terminal that is not communicating. To clear all
the selected options, either clear them separately by clicking on each option, or close
Internet Explorer and re-access the Communications Tool again.
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Terminal Troubleshooting

At a Glance...
Gathering Information
Downloading Database Files
Terminal Error Messages
Terminal Symptoms
Frequently Asked Questions

This chapter includes a list of terminal error messages, terminal symptoms and a list of
frequently asked questions. Consider this information for solutions when you encounter a
problem with the PageCounter terminal.
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Gathering Information

Gathering Information

Gathering information about the firmware and interface serves as an
essential troubleshooting tool. Answering a checklist of questions

At a Glance...

Firmware Information

can be instrumental in finding where the problem lies. Use the Interface Information
following sections as a guide to troubleshooting the problem.

Firmware Information

What is the PageCounter Software Version (displayed when the terminal is powered
up)?

What is the revision number (if applicable)?

What is the accounting system software version; is the program a custom installation?
What type of power supply is the PageCounter using?

What is the terminal address?

Interface Information

What type of devices is the PageCounter controlling (if applicable)? Note any unusual
interfaces.

What is the description of the problem?

What effect does the problem have on the rest of the system?
What is the exact message(s) on the terminal(s)?

Is the PageCounter using a dedicated power outlet?

Can the problem be duplicated?
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Downloading Database Files

Complete the following procedure to download the terminal database files for
troubleshooting or at the request of Equitrac Central Support Services.

1

2

Access the Web Admin Page. See Accessing Web Admin on page 6 - 2 for details.

Ensure that the terminal is idle by reviewing the Web Admin Status page for the IDLE
message. See Status on page 6 - 2 for details.

On the Status page, click the Kill link for each of the following processes, in the
following order:

OmgLite.exe
Watchdog.exe

AciesCom.exe

Refresh the Web Admin status page until all processes are stopped. The terminal can
take up to 30 seconds to stop all of the processes.

Using Web Admin, download the following files:
® egcontrol.db * (validation tables)
® egsystem.db ** (transaction data, job codes, and system data)

* any other files requested by Equitrac which may include bootup. txt, config. txt,
users.txt, net.ini, error.logor errorl.log.
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Terminal Error Messages

The terminal may display various error messages. Typically, the terminal returns error
messages during keyboard entry or to indicate current terminal status.

Keyboard entry error messages usually indicate that the data entered was not the type of
data the terminal expected. The terminal displays the error message in a popup dialog.
When the terminal displays a keyboard entry error message, press the corresponding key
for cancel to return to the previous screen. If the error message appears as a result of an
invalid entry, enter the correct data in the proper format to correct the error.

The terminal may display one of the following error messages:

ENTRY NOT FOUND

INCORRECT SYNTAX

The displayed entry either contains an unidentifiable accounting code, or contains the
wrong syntax (for example: number and combination of alphabetic and/ or numeric
characters). The terminal automatically returns to Idle mode.

NO MATCHES FOUND

During a look-up operation, a user typed a character combination that does not match any
entry in the description tables. Press the function key under cancel to return to Idle mode.

VERIFY ENTRY [Yes/No]

Only displayed if the verify option is enabled. The entry made does not match the current
validation table. Press the corresponding function key for Yes to verify the entry as valid
and continue; otherwise, press the corresponding function key for No to return to the
previous screen. Re-enter the data as needed or press CANCEL to end the transaction.

If an error is made and an error message is displayed, re-enter the data as required. Use the

BACK key as needed to delete incorrect characters from the data field entries, then make
corrections to the entries as needed.
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Terminal Symptoms

This section provides information on troubleshooting
procedures for specific issues encountered when using
PageCounter terminals.

Error on Terminal Bootup

If the PageCounter terminal, running firmware version 1.1.x or
higher and configured for Mode 1 communication only, displays
the following error on bootup:

***x FATAL ERROR ***
DATABASE FILE IS DAMAGED. CONTACT EQUITRAC SUPPORT

followed by:

COPY COUNTS WILL NOT BE TRACKED IF BYPASS IS ENABLED

Error on Terminal Bootup

At a Glance...
Error on Terminal Bootup
Terminal Screen is Garbled

Terminal Does Not Enable/
Disable Controlled Device

Terminal Does Not Count
Copies

Terminal Copy Count is
Inaccurate

Cannot Issue Credits

Text Description Display
Not Working Properly

Terminal Does Not Accept
Speed Code

Validation Download
Interrupted

Duplicate Validation Table

then complete all of the following applicable steps. Data Visible
1 Arrange IP access to the device.
Note: If IP access to the device is not possible, complete the following procedure with the

client’s local administrator.

If there is a sense of urgency from the client, advise the client to enable the Bypass
key on the device to enable the photocopier and enable the client to complete
pending photocopy jobs. Notify the client that the terminal WILL NOT CAPTURE
COPY COUNTS from the photocopier until the problem is resolved.

2 Speak with the client about the last operation completed on the terminal and record all
details (for example power failure, pulled plug, uploading validation data, general use,

terminal hung and the user cycled the power, and so on.)

3 Use the Web Admin tool on the terminal to download the following files from the

terminal:

\diskl\egsystem.db
\diskl\egcontrol.db (if exists)
\diskl\config.txt
\diskl\users.txt (if exists)
\diskl\bootup.log
\diskl\error.log
\diskl\errorl.log
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Terminal Symptoms

These files should be sent to Equitrac Support to be escalated to Resolution Management
for failure analysis. Be sure to include the Siebel call number and a description of the last
operations done on the terminal device.

4

Use the Web Admin tool on the terminal to re-initialize validation data on the terminal.

a Select Config > Re-init.
b Select the Re-init validation table data option.
¢ Click Re-initialize.

After this completes, reboot the terminal to see if the error is cleared. If the error no
longer appears, re-download the validation tables from the accounting system and
proceed as normal. The problem has been resolved.

If the problem is not resolved during a reboot, use the Web Admin tool to re-initialize
all table data on the device.

Note: Deleting the database results in the user losing all speed codes, all job codes, all

7

meter counts, and all transaction history. Users must re-add speed codes and job
codes, and meter codes manually. Transaction history cannot be entered manually.

Select Config > Re-Init.
Select the Re-init table data option.

¢ Click Re-initialize to delete the entire database from the system and reboot the
terminal.

Disable the Bypass key (if enabled).

Terminal Screen is Garbled

1

2

Verify that the power supply is on a dedicated outlet.

Reboot the terminal.

Terminal Does Not Enable/Disable Controlled Device

1

2

Check the copier interface cable for proper connections.

Check all other cabling for proper connections. See Ports and Connections on page 1 - 3
for details.

Verify that the Bypass key is in the OFF position.

Terminal Does Not Count Copies

Check the copier interface cable for proper connections.
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Terminal Symptoms

Terminal Copy Count is Inaccurate
1 Check the copier interface cable for proper connections.
2 Re-initialize the terminal
3 Reset terminal meters. See Meters on page 3 - 23 for details.

4 Keep a daily log of terminal meters and copier meter counts for comparison.

Cannot Issue Credits
1 Verify that the terminal was ordered with the credit transaction function.

2 Verify that the user code has been configured to credit entries at the accounting system
server.

3 Enter a test credit user code into the user table using the accounting system, reboot the
terminal, and attempt a transaction at the terminal with the new credit user code.

Text Description Display Not Working Properly
1 Verify that the terminal was ordered with the Text Description Display option.

2 Create test codes with corresponding descriptions using the accounting system
software and attempt a transaction at the terminal with new codes.

Terminal Does Not Accept Speed Code
1 Verify that the terminal was ordered with the Speed Code option.
2 Verify that the user enters the speed code at the enabled field only.
3 Create a test speed code entry; attempt a transaction with the new speed code.

4 Verify whether the terminal is receiving updates from the accounting system software.
When the terminal is receiving updates from the accounting system, the terminal screen
should display an 0nline message.

Validation Download Interrupted

When the terminal communicates with an accounting system that supports the new
terminal database format, the terminal creates the file eqcontroll. tmp from the file it
receives from the accounting system.

When all validation data has been successfully downloaded, the terminal renames the file

egcontroll.tmp to egcontrol.tmp. The terminal reboots, and as it reinitializes, it deletes
any existing eqcontrol.db file and renames the eqcontrol. tmp file to egcontrol. db.
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Terminal Troubleshooting: Duplicate Validation Table Data Visible
Terminal Symptoms

If power to the terminal is interrupted during the validation download, the terminal may
contain residual eqcontroll. tmp or eqcontrol. tmp files from the download in progress.
The .tmp files indicate that the download was not successful.

1 Use Web Admin to re-initialize validation table data to delete validation tables from the
terminal.

a Select Config > Re-init.
b Select the Re-init validation table data option.
¢ Click Re-initialize.

2 Download full validation data to the terminal from the accounting system. See the
accounting system documentation for details.

Duplicate Validation Table Data Visible

When downloading eqcontrol.db and eqgsystem.db files from the terminal, validation
table data (Tables 0-15) may be visible in both .db files. The data in eqcontrol.db
automatically takes precedence over the parallel data in egsystem.db. The Web Admin
tool displays validation table data correctly.
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Frequently Asked Questions

Question

How are the IP addresses assigned? If the
protocol is not static, does it default to
another protocol? Will the current
addressing scheme be continued for the
terminals (for example A1, B4)2

Should the subnet structure of the client’s
IP format be used, oris something
completely different required?

Should the NCUC continue to be used to
communicate with the PageCounter?
Will it be another module or an upgrade
to the current NCUC?

How will sharing be addressed? Will disk
sharing be required? Do the terminals log
on to the network, oris it on a
workgroup?2 How is security controlled if it
is on the workgroup?

Will the OS be locked from running other
programs on fop of the PageCounter
software? Will technicians be able to exit
to the OS2 Can diagnostic programs,
such as scandisk, antivirus, efc., be used
on this system?

How is the communications/file security
controlled? Can utilities such as
PCAnywhere be used to access the
terminalse What prevents clients/users
access?

Is it possible to support ferminals on the
WAN?

((equitrac

Answer

IP addresses are through DHCP, BOOTP, or can
be static. Static address schemes are dependent
on the network environment.

Since the IP infrastructure in each install will be
different, it will be extremely difficult to dictate
what the IP structure needs to be. The only
requirement for IP allocations is that they are
routable to the accounting system. An example
of a good installation would be System4 with 2
NICs. One NIC is on the company's subnet and
the other is for terminals only.

NCUC is not used with PageCounter. A new
communication module has been developed

PageCounter terminals use a Windows CE
operating system and do not share files. They do
not log on fo networks or participate in
workgroup and domain security.

The OS is locked from running other programs.
The ferminal does come with some built-in
diagnostic utilities technicians can access via
manager mode and the web admin.

The terminal does not share files over the network
and PCAnywhere is not supported. The terminal
comes with a web admin utility accessible via the
web browser. The web admin can be configured
for secure access (user name and password).

Yes, from a technical point of view. PageCounter
ferminals on a WAN behave just as they do on a
LAN. The problem with WANSs is they are less
reliable than LANs. Most service calls involving a
WAN installation will have Equitrac debugging
issues with the WAN (IP routing and address
allocation), and not with terminal/accounting
system specific issues.



Terminal Troubleshooting:
Frequently Asked Questions

Question

Is there an impact the terminals may
have on network bandwidth. Will there
be a significant impact on the client’s T1/
T3 line or LAN?2 Will there be
communication to 10baseT? 100baseT?
1000baseT?

Are the clients who use WAN operations
required to get a new router/T1/ DSL?
Can DSL/Virtual Private Networks (VPN)
be used?

What about firewall issues?2

Duplicate Validation Table Data Visible

Answer

The PageCounter supports 10/100BaseT.
Terminals will autosense. Bandwidth is dependent
on the number of tfransactions and accounting
code changes. Under idle conditions—-no
fransactions and no new accounting codes—
there are very little bandwidth requirements
(approx. 200 bytes/min./terminal).

The clients should not require a new router. DSL
with VPN is somewhat difficult to configure and
does not add anything fo the installation. VPNs
allow access to the network secured objects,
such as file shares. As previously mentioned, the
PageCounter does not share access to any file
shares, nor does it share any of its files. The only
requirement for PageCounter is that the
accounting system’s IP address is accessible from
the terminal and that the terminal’s IP address is
accessible from the accounting system.

The PageCounter communicates over the
standard port 80 as well as port 2939.

7-10
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